APPENDIX C

Summary of Proposed M odificationsto the
California Evapor ative Emission Standards and Test Procedures

1. Amendments Proposed for LEV 1. The modifications consist of the proposed “near-
zero” and “zero” evaporative standards and their associated requirements. Amendments
pertaining to the testing of hybrid-electric vehicles are also included. These modifications are
described in Part I11 of the preliminary draft Staff Report. Please note that the Figures of these
test procedures are not included in the electronic version.

2. Amendments Proposed for CAP 2000. The structure of the current evaporative test
procedures for 1978 and subsequent model motor vehicles has been reorganized in order to align
with the amendments being proposed by U.S. EPA under CAP 2000. Although there have been
no revisions to the evaporative requirements as a result of CAP 2000, the language has been
rearranged in severa places and the section numbers have changed. The main reason for the
reorganization is the creation of a new Subpart S in the Code of Federal Regulations (CFR) that
applies specifically to light-duty vehicles beginning with the 2001 model year. Only those sections
in Subpart S that pertain to the evaporative requirements are contained in the new Evaporative
Test Procedures. The general requirements for certification contained in Subpart S are set forth
in the “ California Exhaust Emission Standards and Test Procedures for 2001 and Subsequent
Model Passenger Cars, Light-Duty Trucks and Medium-Duty Vehicles’ (LDV/MDV TPs).

Because 40 CFR Subpart A will not be effective after the 2000 model year, the current
“Evaporative Emission Standards and Test Procedures for 1978 and Subsequent Model Motor
Vehicles” would be replaced by a new document, “ California Evaporative Emission Standards and
Test Procedures for 2001 and Subsequent Model Motor Vehicles’ (“new Evaporative Test
Procedures’). The new document is organized into four parts:

Part| - Genera Certification Requirements for Evaporative Emissions;

Part I1 - Durability Demonstration,;

Part 111 - Evaporative Emission Test Procedures for Light- and Medium-Duty Vehicles,
Part IV - Evaporative Emission Test Procedures for Motorcycles.

Part | contains the information currently contained in Sections 1 through 3 of current
Evaporative Test Procedures. The emission standards in Section 1 are now set forth in Part |.E.
The definitionsin Section 2. are contained in Part |1.B. Because the definitions listed in Section 2
are already contained in either Subpart S or the LDV/MDV TPs, they are not repeated. All of the
information contained in Section 3.a. has been amended by CAP 2000 and no longer applies. The
requirement in 3.b is contained in Part 11.A.4.2. Section 5 of the current Evaporative Test
Proceduresis set forth in Part 1.D.2.
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Part Il contains the information currently set forth in Section 4.a through 4.c. and has been
restructured to align with the Subpart S format proposed under CAP 2000. Aside from the
restructuring, the only differences between the current Evaporative Test Procedures and the new
document is the addition of the criteriafor using assigned deterioration factors (DFs) which was
previously located in the LDV/MDV TPs and the elimination of specific mileage test points for
durability data vehicles to align with CAP 2000 (Section 11.A.2.4).

Part 111 contains the test procedures currently contained in 4.d through 4.k. The test
procedures have been updated to reflect the 2001 model year applicability and also all of the
section numbers have been revised (e.g., 4.d.iii isnow contained in Part 111.A.3).

Part IV contains the test procedures for motorcycles that were previoudy set forth in
Section 7.
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CALIFORNIA EVAPORATIVE EMISSION STANDARDS AND TEST PROCEDURES
FOR 2001 AND SUBSEQUENT MODEL MOTOR VEHICLES

The provisions of Title 40, Code of Federal Regulations (CFR), Part 86, Subparts A, B
and S, asthey pertain to evaporative emission standards and test procedures, are hereby adopted
as the California Evaporative Emission Standards and Test Procedures for 2001 and Subsequent
Model Y ears, with the following exceptions and additions:

PART I. GENERAL CERTIFICATION REQUIREMENTS FOR EVAPORATIVE
EMISSIONS

A. 40 CFR §86.1801-00 Applicability.

1.1  These evaporative standards and test procedures are applicable to al new 2001
and subsequent model gasoline-, liquefied petroleum- and alcohol-fueled passenger cars, light-
duty trucks, medium-duty vehicles, heavy-duty vehicles, hybrid electric vehicles (including fuel-
flexible, dual fuel and bi-fuel vehicles) and motorcycles. These standards and test procedures do
not apply to motor vehicles that are exempt from exhaust emission certification, dedicated
petroleum-fueled diesel vehicles, dedicated compressed natural gas-fueled vehicles, or hybrid
electric vehicles that have sealed fuel systems which can be demonstrated to have no evaporative
emissions. In cases where a provision applies only to a certain vehicle group based on its model
year, vehicle class, motor fuel, engine type, or other distinguishing characteristics, the limited
applicability is cited in the appropriate section or paragraph.

1.2.  For general certification purposes, the requirements set forth in the “ California
Exhaust Emission Standards and Test Procedures for 2001 and Subsequent Model Passenger
Cars, Light-Duty Trucks and Medium-Duty Vehicles’ shall apply to light- and medium-duty
vehicles; the “ California Exhaust Emission Standards and Test Procedures for 1987 and
Subsequent Model Heavy-Duty Otto-Cycle Engines and Vehicles’ shall apply to heavy-duty
vehicles; and CCR, Title 13, Section 1958, shall apply to motorcycles, except as otherwise noted
in these test procedures.

1.3  Approva of vehiclesthat are not exhaust emission tested using a chassis
dynamometer pursuant to Title 13, CCR, Section 1961 shall be based on an engineering
evaluation of the system and data submitted by the applicant.

1.4. Referenceto light-duty trucksin the federal CFR shall mean light-duty trucks and
medium-duty vehicles. Regulations concerning methanol in the Title 40, CFR Part 86, shall mean
methanol and ethanol, except as otherwise indicated in these test procedures.

1.5 Theterm “[no change]” means that these test procedures do not modify the

applicable federal requirement.
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1.6 Inthoseinstances where the testing conditions or parameters are not practical or
feasible for vehicles operating on LPG fuel, the manufacturer shall provide atest plan that
provides equal or greater confidence in comparison to these test procedures. The test plan must
be approved in advance by the Executive Officer.

B. Definitions, Acronyms

These test procedures incorporate by reference the definitions set forth in the Code of
Federal Regulations and the “California Exhaust Emission Standards and Test Procedures for
2001 and Subsequent Model Passenger Cars, Light-Duty Trucks and Medium-Duty Vehicles.”

C. Useful Life

1. 886.1805-01. Delete. For vehicles certified to the emission standards in section
E.1.(a) purposesof-thesetestproeedures, “useful life” shall have the same meaning as provided in
Title 13, CCR, Section 2112. For vehicles certified to the emission standards in sections E.1.(C)
and (d), the “useful life” shall be 15 years or 150,000 miles, whichever first occurs.

D. General Standards; increase in emissions;, unsafe conditions; waivers
1. Light- and M edium-Duty Vehicles.

1.1  Amend §86.1810-01 and §86.1810-04 as follows:

(@) through (g). [Seethe Cdifornia Exhaust Emission Standards and Test
Procedures for 2001 and Subsequent Model Passenger cars, Light-Duty Trucks and Medium-
Duty Vehicles]

(h) For acohal vehicles, hydrocarbon evaporative emissions shall be expressed

as OMHCE.

0] [No change]

0 Evaporative Emissions genera provisions. [No change.]

(k) through (n) [See the “ California Refueling Emission Standards and Test
Procedures for 2001 and Subsequent Model Y ear Motor Vehicles.”]

2. Heavy-Duty Vehicles. Approval of heavy-duty vehicles over 14,000 Ibs. GVWR
and incomplete medium-duty vehicles shall be based on an engineering evaluation of the system
and data submitted by the applicant. Such evaluation may include successful public usage on
light-duty or medium-duty vehicles, adequate capacity of storage containers, routing of linesto
prevent siphoning, and other emissions-related factors deemed appropriate by the Executive
Officer. For LPG systems, this engineering evaluation shall include: emissions from pressure
relief valves, carburetion systems and other sources of |eakage; emissions due to fuel system wear
and aging; and evaporative emission test data from light-duty or medium-duty vehicles with
comparable systems.
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E. Emission Standards

1. Evaporative Emission Standards for 2001 and Subsequent Model Y ear
Vehicles Other Than Motor cycles.

@ For the 2001 through 2005 model year vehicles identified below, tested in
accordance with the test procedure sequence set forth in Part |1 below, the maximum projected
total hydrocarbon evaporative emissions are:

Class of Vehicle Running Loss | Three-Day Diurna| Two-Day Diurna
(grams per mile) + Hot Soak + Hot Soak
(grams per test) (grams per test)
Passenger Cars, 0.05 2.0 2.5
Light-Duty Trucks

Medium-Duty Vehicles
(6,001 - 8,500 Ibs. GVWR)

with fuel tanks < 30 0.05 20 25
galons
with fuel tanks> 30 0.05 25 3.0
galons
Medium-Duty Vehicles 0.05 3.0® 35
(8,501 - 14,000 Ibs.
GVWR) 0.05 20@ 35
Heavy-Duty Vehicles 0.05 20 4.5
(over 14,000 lbs.
GVWR)
Hybrid Electric PCs, 0.05 20 25
LDTsand MDVs

(D) The standards in this row apply to medium-duty vehicles certified according to the exhaust
standardsin Title 13, CCR, Section 1961.

2 The standards in this row apply to incomplete medium-duty vehicles certifying to the exhaust
standardsin Title 13, CCR, Section 1956.8.

(b) Zero emission vehicles shall produce zero evaporative emissions under any
and all possible operational modes and conditions.
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(© “Near-Zero” Evaporative Emission Standards. For the 2004 and
subseguent mode! year vehicles identified below, tested in accordance with the test procedures
described in Title 40, Code of Federal Regulations, sections 86.130-78 through 86.143-90 as they
existed July 1. 1989 and as modified by these test procedures, the maximum projected total
hydrocarbon evaporative emissions are:

Vehicle Type Hydrocarbon Standards™®
Running Loss Three-Day Diurna Two-Day Diurna
(grams per mile) + Hot Soak + Hot Soak
(arams per test) (arams per test)
Passenger Cars 0.01 04 0.5
Light-Duty Trucks (under 8,501 |bs. GVWR)
with fuel tanks < 30 0.01 04 0.5
galons
with fuel tanks > 30 0.01 0.5 0.6
galons
Medium-Duty Vehicles 0.01 0.6 @ 0.7
(8,501 - 14,000 Ibs.
GVWR 0.01 04® 0.5
Heavy-Duty Vehicles 0.01 04 0.5
(over 14,000 Ibs. GVWR)
Hybrid Electric PCs and 0.01 04 0.5
LDTs (under 8,501 Ibs.
GVWR

1) The near-zero evaporative emission standards shall be phased-in beginning with the 2004 model
year. Each manufacturer, except small volume manufacturers, shall certify the specified
percentage of passenger cars, light-duty trucks, medium-duty vehicles, and heavy-duty vehiclesto
the near-zero emission standards, independent from the vehicles certified to the zero evaporative
standards in section E.1.(d). according to the following schedule:
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Model Year Minimum Percentage of

Vehicles Certified
2004 35
2005 10
2006 and 80

subsequent

A small volume manufacturer shall certify 80 percent of its 2006 and subsequent model passenger
cars, light-duty trucks, medium-duty vehicles, and heavy-duty vehicles to the near-zero evaporative

standards, independent from the vehicles certified to the zero evaporative standards in section

E.1.(d).

All 2004 through 2005 model vear vehicles not subject to the near-zero standards and zero
evaporative standards in section E.1.(d) pursuant to the phase-in schedules shall comply with the
evaporative standards specified in section E.1.(a).

The standards in this row apply to medium-duty vehicles certified according to the exhaust
standardsin Title 13, CCR, Section 1961.

The standards in this row apply to incomplete medium-duty vehicles certifying to the exhaust
standards in Title 13, CCR, Section 1956.8.

(d) “Zero’ Evaporative Emission Standards. For the 2004 and subsequent

model vear vehicles identified below, tested in accordance with the test procedures described in

Title 40, Code of Federal Requlations, sections 86.130-78 through 86.143-90 as they existed July

1, 1989 and as modified by these test procedures, the maximum projected total hydrocarbon

evaporative emissions are:
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Vehicle Type Hydrocarbon Standards®
Running L oss Three-Day Diurnal Two-Day Diurna
(grams per mile) + Hot Soak + Hot Soak
(arams per test) (arams per test)
Passenger Cars 0.01 0.2 0.2
Light-Duty Trucks (under 0.01 0.2 0.2
8.501 Ibs. GVWR)
Medium-Duty Vehicles 0.01 0.3? 0.3
(8,501 - 14,000 lbs.
GVWR 0.01 0.2% 0.2
Heavy-Duty Vehicles 0.01 04 0.2
(over 14,000 Ibs. GVWR)
Hybrid Electric PCs and 0.01 0.2 0.2
LDTs (under 8,501 Ibs.
GVWR
1) The zero evaporative emission standards shall be phased-in beginning with the 2004 mode! year.

Each manufacturer, except small volume manufacturers, shall certify the specified percentage of
passenger cars, light-duty trucks, medium-duty vehicles, and heavy-duty vehicles to the zero
emission standards, independent from the vehicles certified to the near-zero evaporative standards
in section E.1.(c), according to the following schedule:

Model Year Minimum Percentage of
Vehicles Certified

2004 5

2005 10

2006 and 20

subsequent

A small volume manufacturer shall certify 20 percent of its 2006 and subsequent model passenger
cars, light-duty trucks, medium-duty vehicles, and heavy-duty vehicles to the zero evaporative

standards, independent from the vehicles certified to the near-zero evaporative standards in section

E.1.(c).

All 2004 through 2005 model year vehicles not subject to the zero evaporative standards and near-
zero standards in section E.1.(c) pursuant to the phase-in schedules shall comply with the
evaporative standards specified in section E.1.(a).
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(2 The standards in this row apply to medium-duty vehicles certified according to the exhaust
standardsin Title 13, CCR, Section 1961.

3) The standards in this row apply to incomplete medium-duty vehicles certifying to the exhaust
standardsin Title 13, CCR, Section 1956.8.

2. Evaporative Emission Standards for 2001 and Subsequent M odel
Motorcycles. The maximum projected evaporative emission standards for 2001 and subsequent
model gasoline-fueled motorcycles are:

Motorcycle Class Hydrocarbons
(grams per test)

Class| and Class | 20

(50-279 cc)

ClassllI| 20

(280 cc and greater)
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PART I1. DURABILITY DEMONSTRATION
A. Light- and M edium-Duty Vehicles

1. Evapor ative/refueling emission family determination. 886.1817-01 [No
change]

2. Durability Demonstration Procedures for Evapor ative Emissions

2.1. 886.1820-01 Amend asfollows:
(a) and (b) Delete.

(c) [No change]

(d) Delete.

(e) [No change]

2.2.  For al passenger cars, light-duty trucks and chassis-certified medium-duty
vehicles subject to the standards specified in section E of these test procedures, demonstration of
system durability and determination of an-evaporative-emtsstor{ three-day diurna and plus hot
soak, two-day diurnal plus hot soak, and running loss emission deterioration factors (“ evaporative
DFs’) for each evaporative/refueling emissienr-engie family shall be based on tests of
representative vehicles and/or systems. For purposes of evaporative emission durability testing, a
representative vehicle is one which, with the possible exception of the engine and drive train, was
built at least three months prior to the commencement of evaporative emission testing, or is one
which the manufacturer demonstrates has stabilized non-fuel-related evaporative emissions.

2.3. Priorto commencement of adurabllltv program. the manufacturer shall
propose e - ton a method
for durability testl ng and for determl nation of evaporatlve Dstor each evaporatlve’refuellng
family. The 4,000 and 166;666-6+126;0606- full useful life* mile test points (or their equivalent)
used in determining a DF must be within the standards of section |.E or data will not be
acceptable for usein the calculation of a DF. A manufacturer would not be required to obtain a
new approval to use a previously approved evaporative emission durability procedure. The
Executive Officer shall review the method, and shall approve it if it meets the following
requirements:

2.3.1. The method must cycle and test the complete evaporative emission control
system for the equivaent of the applicable vehicle useful life (i.e., 100,000 or 120,000
miles) of typical customer use.

2.3.2 The method must reflect the flow of liquid and gaseous fud through the
evaporative emission control system, and the exposure (both peak and cyclical) to heat,
vibration, and ozone expected based on typical customer use through the applicable useful
life.
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2.3.3 The method must have the specifications for acceptable system
performance, including maximum allowabl e leakage based on typical customer use
through the applicable vehicle useful life.

24 (9 In addition to the requirements of subparagraph 2.3, above fFor

evaporatlve'refuelmg famlllessubject to tedti ng for exhausi em|$|0n durablllty &maﬁufactwﬁ

wrrtteﬁ—appreval—ﬁemﬂﬁe-&eeuﬁveeﬁreeﬁeR—(—Z)—A a Ieast one evaporatlve emission test shal
be conducted at 5,000, 40,000, 70,000, and 100,000 mile test points for all passenger car, and

light-duty truck durability vehicles and at 5,000, 40,000, 70,000, 90,000, and 120,000 mile test
points for all medium-duty durability vehicles. With prior written approval from the Executive
Officer, manufacturers may terminate evaporative emissions testing at the mileage corresponding
to 75 percent of the vehicle' s useful life if no significant vehicle maintenance or emissions change
are observed. Testing may be performed at different mefe-frequeﬁt mtervals as determ| ned bv the
manufacturer using good engineering judgment afs

Exeetttve-Officer. Evaporative emission testing may be performed a correspondlng exhaust
emission mileage points as set forth in Section F.4 (40 CFR 886.1819) of the “ California Exhaust
Emission Standards and Test Procedures for 2001 and Subsequent Model Passenger Cars, Light-
Duty Trucks and Medium-Duty Vehicles,” as incorporated by reference herein. 1819661 (kjof
Fitte-13-Cattfornta-Code-of Regutations. The 4,000 and full useful life mile test points (or their
equivalent) used in determining a DF must be within the standards of section |.E or data will not
be acceptable for use in the calculation of aDF.

(b) For evaporative families subject to the requirements of subparagraph 2.4(a){1)-or
24{a)(2), manufacturers may demonstrate compliance by conducting an exhaust and evaporative
emission test sequence at the end of the useful life if the procedure set forth in subparagraph 2.3
includes on-road, useful life deterioration on the evaporative test vehicle. The test vehicle must
be deteriorated based on typical customer use through the applicable useful life. The test vehicle
used to meet the criteria in subparagraph 2.3, above must be deteriorated based on typical
customer use throughout the applicable useful life. The manufacturer may perform unscheduled
maintenance at the final test point only upon prior Executive Officer approval, which shall be
granted if the Executive Officer determines that the exhaust emission control system will not be
affected, and the manufacturer demonstrates that the effectiveness of the evaporative emission
control system is not diminished. The unscheduled maintenance must be conducted in accordance
with 40 CFR 886.1830-01 as amended by the “ California Exhaust Emission Standards and Test
Procedures for 2001 and Subsequent Model Passenger Cars, Light-Duty Trucks and Medium-
Duty Vehicles,” incorporated by reference herein.

2.5  Theevaporative DFs determined under subparagraph 2.4, if any, shall be averaged
with the evaporative DFs determined under subparagraph 2.3 to determine a single evaporative
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DF for each evaporative/refueling family. Evaporative DFs shall be generated for the running loss
test and for the hot soak and the diurnal test in the three-day diurnal sequence, and for the hot
soak and the diurnal test in the two-day diurnal sequence. The manufacturer may carry-across the
DF generated in the three-day diurnal sequence to the two-day diurna sequenceif the
manufacturer can demonstrate that the DF generated in the three-day diurnal sequenceis at least
as great as the DF generated in the two-day diurnal sequence.

3. Assigned DFs
3.1. §86.1822-01. [No change]

3.2 Any manufacturer may request to certify evaporative/refueling families using
assigned DFs for a combined total of 4,500 projected annua California sales of passenger cars,
light-duty trucks, medium-duty vehicles, and heavy-duty engines per manufacturer regardless of
total sales.

3.3  Assgned DFsshal be used only where specific evaporative durability data do not
exist. Assigned DFs shal be used in lieu of data from durability vehicle(s) only when a
manufacturer demonstrates that it has control over design specifications, can provide devel opment
data, has in-house testing capabilities including accelerated aging of components/systems, and has
evaluation criteriato ensure emission control system (ECS) durability for the vehicle' s useful life.
The applying manufacturer must demonstrate that evaporative emission control system(s)
developed or adapted for the particular vehicle will be durable and comply with the applicable
emission standards for the vehicle' s useful life. In evaluating any information provided, all
relevant test data and design factors shall be considered, including but not limited to: canister
nominal working capacity and location, purge strategy, method of purge control, fuel tank
capacity, variables affecting fuel temperature (use of fuel return, material, shape of fuel tank,
distance of fuel tank from road surface and distance from exhaust pipe, total underbody airflow),
fuel and vapor hose materiass, use of sensors and auxiliary control devices, technical comparison
to an evaporative emission control system and the durability of any evaporative emission control
system components that may have been used in other vehicle applications. The assigned DFs shall
be applied only to entire evaporative/refueling families.

If emission control parts from other certified vehicles are utilized, then parameter
comparisons of the above data must aso be provided including part numbers where applicable.
Evaporative emission control durability may include special in-house specifications.

34  Thecriteriafor evaluating assigned DFs for evaporative/refueling families are the
same as those for exhaust families. However, in determining evaporative/refueling family DFs
these test procedures require that an evaporative family DF be determined by averaging DFs
obtained from durability vehicle testing and from bench testing. Therefore, if a manufacturer
meets the criteria as specified above, the Executive Officer may grant assigned DFs for either (or
both) the durability vehicle DF or the bench DF.
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3.5 Assigned DFsfor bench test requirements do not depend upon the 4,500 maximum
saleslimit. The assigned bench DF is applicable only to evaporative emission control systems
which are similar to those used by the manufacturer for 1998 or later model-year vehicles and
where an evaporative DF was determined.

4, Emission Data Vehicle Selection
4.1. 886.1824-01 [No change.]
4.2.  Insdecting medium-duty test vehicles that are not capable of being tested
in the SHED, the Executive Officer shall consider the availability of test data from comparably

equipped light-duty vehicles and the size of medium-duty vehicles as it relates to the practicability
of evaporative emission testing.

5. Durability and Emission Testing Requirements. 886.1825-01 [No change.]
B. Motorcycles

1. Durability Requirements. Certification of a motorcycle evaporative emission
control system requires that the manufacturer demonstrate the durability of each evaporative
emission control system family.

1.1  The motorcycle manufacturer can satisfy the vehicle durability testing
requirements by performing an evaporative emission test at each scheduled exhaust emission test
(40 CFR 886.427-78) during the motorcycle exhaust emission certification test (40 CFR 886.425-
78) for each evaporative emission family. The minimum mileage accumulated shall be the total
distance (one-half the useful life distance), although the manufacturer may choose to extend the
durability test to the useful life distance etasses-andtestdistanee (40 CFR 886.436-78). The
displacement classes and test distances are shown below:

Displacement Engine Displacement Range Total Test Distance (km) Useful Life Distance
Class (cc) (km)
I 50-169 6,000 12,000
I 170-279 9,000 18,000
Il 280 and greater 15,000 30,000

0] All durability vehicles shall be built at least one month before the
evaporative emissions test, or the manufacturer must demonstrate that the non-fuel related
evaporative emissions have stabilized.

(i) Testing at more frequent intervals than the scheduled exhaust emissions
tests may be performed only when authorized in writing by the Executive Officer.
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@iii)  The DF shal be determined by calculating a least-squares linear regression
of the evaporative emissions data with respect to mileage. The DF is defined as the extrapolated
(from the regression) value at the useful life distance minus the interpolated value at the total test
distance, where these distances are taken from the table in paragraph 8-a 1.1, above.

(iv)  Theextrapolated useful life and total test distance emissions shall be less
than the applicable evaporative emission standards of paragraph— section |.E.2 or the data will
not be acceptable for use in the calculation of a DF and demonstration of compliance.

(V) Motorcycle manufacturers may use the ARB Component Bench Test
Procedures or propose in their application a method for durability bench testing and determination
of a DF for each evaporative/refueling emtssien-enginie family. The Executive Officer shall review
the method, and shall approve it if it issimilar to the requirements specified below. taparagraph
4att. Any reference to 4,000 miles and 50,000 miles th-paragraph4-a+tt shall mean total test
distance and useful life distance, respectively, as defined in paragraph 8-a11.B.1.1 for the
appropriate engine displacement class.

The manufacturer shall propose in its preliminary application for certification a method for
durability testing and for determination of a DF for each evaporative/refueling emissior-engiie
family. The 4,000 and 50,000 mile test points (or their equivalent) used in determining the DF
must be within the standards of 11.B1.1. or datawill not be acceptable for use in the calculation of
aDF. The Executive Officer shall review the method, and shall approve it if it meets the
following requirements:

(A)  The method must cycle and test the complete evaporative emission control system
for the equivalent of at least 50,000 miles of typical customer use.

(B)  The method must reflect the flow of liquid and gaseous fuel through the
evaporative emission control system, and the exposure (both peak and cyclical) to
heat, vibration, and ozone expected through 50,000 miles of typical customer use.

(C©)  The method must have the specifications for acceptable system performance,
including maximum allowable leakage after 50,000 miles of typical customer use.

(vi)  The DF determined under paragraph 8-attt 11.B.1.1(iii) shall be averaged
with the DF determined under paragraph 8-a:v- 11.B.1.1(v) to determine a single evaporative
emission DF for each evaporative/refueling emtssien-enginie family. For those motorcycles that do
not require exhaust emission control system durability testing, the evaporative emission control
system DF shall be determined under paragraph 8-a:v- 11.B.1.1(v) only. Compliance with the
standard shall be demonstrated by performing an evaporative emission test on a stabilized
motorcycle. The motorcycle shall have accumulated at least the minimum test distance. The
extrapolated useful life distance emissions after applying the bench test-derived DF shall be less
than the applicable evaporative emission standards of paragraph 4 I.E.2.

(vit)  (A)  Manufacturersof Class Il motorcycles may elect to use an
assigned evaporative emission control system DF, provided they meet the following requirements:
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- Annua California motorcycle sales do not exceed 500 units, and

- The evaporative emission control system has been previoudly certified to
meet the emission standards specified in these procedures, or the manufacturer provides
test data from previous certification demonstrating that the system complies with the
durability requirements set forth in this paragraph.

(B)  Manufacturers of Class |1l motorcycles using an assigned
evaporative emission control system DF pursuant to paragraph 8-avitA: 11.B.1.1(vii)(A) may
submit a written request for awaiver of evaporative emission testing. The waiver shall be granted
if the Executive Officer determines that the motorcycles will comply with the evaporative
emission standard. The determination shall be based on the performance of the evaporative
emission control system on other motorcycles, the capacity of vapor storage containers, the
routing of lines to prevent siphoning, and other emission-related factors determined by the
Executive Officer to be relevant to evaluation of the waiver request.

(C)  Nothing in this paragraph shall be construed as an exemption from
the exhaust emission standards and test procedures applicable pursuant to Title 13, California
Code of Regulations Section 1958, or paragraph 8¢t [V.4.(ii) of these test procedures.

(viii) Theemission label (40 CFR §86.413-78) shall identify the evaporative
emission family.

1.2  Motorcycle manufacturers with annual sales of less than 2,000 units for the
three displacement classes in California are not required to submit the information specified by
these test procedures to the Executive Officer. However, al information required by these test
procedures must be retained on file and be made available on request to the Executive Officer for
inspection. These manufacturers shall submit the following information for evaporative emission
certification:

0] A brief description of the vehicles to be covered by the Executive Order.
(The manufacturer’ s sales data book or advertising, including specifications, will satisfy this
requirement for most manufacturers.)

(i) A statement signed by an authorized representative of the manufacturer
stating “ The vehicles described herein have been tested in accordance with the provisions of the
“California Evaporative Emission Standards and Test Procedures for 2001 and Subsequent M odel
Motor Vehicles,” and on the basis of those tests, are in conformance with the af orementioned
standards and test procedures.”

1.3  Thedefinitions for motorcycle evaporative emission families as set forth in
EPA’s MSAPC Advisory Circular No. 59, section D shall apply.
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PART Il1l. EVAPORATIVE EMISSION TEST PROCEDURESFOR LIGHT- AND
MEDIUM-DUTY VEHICLES

A. | nstrumentation

The instrumentation necessary to perform evaporative emission testing is described in 40
CFR 86.107-90. The following language is applicable in lieu of 40 CFR 8§86.107-90(a)(1):

1. Diurnal Evaporative Emission M easurement Enclosure

1.1  Thediurna evaporative emissions measurement enclosure shal be
equipped with an internal blower or blowers coupled with an air temperature management system
(typically air to water heat exchangers and associated programmable temperature controls) to

provrde for air mrxrng and temperature control. Feﬁ998—tl=rreugh—l995—medel—hybﬁd-deetﬁe

1996—aﬁd—sdb%queﬁt—medel—metefvel=rrer$—t The blower(s) shall provide a nomina total flow

rate of 0.8 + 0.2 ft*/min per ft* of the nominal enclosure volume, V,. Theinlets and outlets of the
air circulation blower(s) shal be configured to provide awell dispersed air circulation pattern that
produces effective internal mixing and avoids significant temperature or hydrocarbon and alcohol
stratification. The discharge and intake air diffusersin the enclosure shall be configured and
adjusted to eliminate localized high air velocities which could produce non-representative heat
transfer rates between the vehicle fud tank(s) and the air in the enclosure. The air circulation
blower(s), plus any additiona blowers if needed, shall aso maintain a minimum wind speed of 5
mph under the fudl tank of the test vehicle. The Executive Officer may adjust wind speed and
location to ensure sufficient air circulation around the fuel tank. The wind speed requirement may
be satisfied by consistently using a blower configuration that has been demonstrated to meet a
broad 5-mph air flow in the vicinity of the vehicle's fuel tank, subject to verification by the
Executive Officer.

The enclosure temperature shall be taken with thermocouples located 3 feet above the
floor of the approximate mid-length of each side wall of the enclosure and within 3 to 12 inches of
each side wall and with a thermocouple located underneath the vehicle where it would provide a
temperature measurement representative of the temperature of the air under the fuel tank. The
temperature conditioning system shall be capable of controlling the internal enclosure air
temperature to follow the prescribed temperature versus time cycle as specified in 40 CFR
886.133-90 as modified by paragraph 4-g-x¢ 111.D.10 (diurnal breathing loss test). of these
procedures within an instantaneous tolerance of + 3.0°F and an average tolerance of + 2.0°F as
measured by the vehicle underbody thermocouple, and within an instantaneous tolerance of
+ 5.0°F as measured by the side wall thermocouples. The control system shall be tuned to provide
a smooth temperature pattern which has a minimum of overshoot, hunting, and instability about
the desired long term temperature profile.
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1.2  Theenclosure shall be of sufficient size to contain the test vehicle with
personnel access space. It shall use materias on itsinterior surfaces which do not adsorb or
desorb hydrocarbons, or acohols (if the enclosure is used for alcohol-fueled vehicles). The
enclosure shall be insulated to enable the test temperature profile to be achieved with a
heating/cooling system which has minimum surface temperatures in the enclosure no less than
25.0°F below the minimum diurnal temperature specification. The enclosure shall be equipped
with a pressure transducer with an accuracy and precision of + 0.1 inches H,0O. The enclosure
shall be constructed with a minimum number of seams and joints which provide potential leakage
paths. Particular attention shall be given to sealing and gasketing of such seams and jointsto
prevent leakage.

1.3  Theenclosure shall be equipped with features which provide for the
effective enclosure volume to expand and contract in response to both the temperature changes of
the air mass in the enclosure, and any fluctuations in the ambient barometric pressure during the
duration of thetest. Either avariable volume enclosure or a fixed volume enclosure may be used
for diurnal emission testing.

1.3.1 Thevariable volume enclosure shal have the capability of latching
or otherwise constraining the enclosed volume to a known, fixed value, whieh-shalt-be
termed-the-neminal-enctosdre-votume V. The V,, remtnat-enetosdre-votume shall be
determined by measuring al pertinent dlmens ons of the enclosurein its latched
configuration, including internal fixtures, based on atemperature of 84°F, to an accuracy
of + 1/8 inch (0.5 cm) and calculating the net V,, to the nearest 1 ft*. In addition, the
enctostrevotume V , shall be measured based on atemperature of 65°F and 105°F. The
latching system shall provide a fixed volume with an accuracy and repeatability of
0.005xV,,. Two potentia means of providing the volume accommodation capabilities are
amovesable ceiling which is joined to the enclosure walls with a flexure; or aflexible bag
or bags of Tedlar or other suitable materials which are installed in the enclosure and
provided with flowpaths which communicate with the ambient air outside the enclosure.
By moving air into and out of the bag(s), the contained volume can be adjusted
dynamically. The tota enclosure volume accommodation shall be sufficient to balance the
volume changes produced by the difference between the extreme enclosure temperatures
and the ambient |aboratory temperature with the addition of a superimposed barometric
pressure change of 0.8 in. Hg. A minimum total volume accommodation range of +
0.07xV,, shall be used. The action of the enclosure volume accommodation system shall
limit the differentia between the enclosure interna pressure and the external ambient
barometric pressure to a maximum value of + 2.0 inches H,0O.

1.3.2 Thefixed volume enclosure shall be constructed with rigid panels that
maintain a fixed enclosure volume, which shall be referred to as the-nemina-encltosdre
votumeLV,). V, shal be determined by measuring all pertinent dimensions of the
enclosure including internal fixtures to an accuracy of £ 1/8 inch (0.5 cm) and calculating
the net V, to the nearest 1 ft*. The enclosure shall be equipped with an outlet flow stream
that withdraws air at alow, constant rate and provides makeup air as needed, or by
reversing the flow of air into and out of the enclosure in response to rising or falling
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temperatures. If inlet air is added continuously throughout the test, it must be filtered with
activated carbon to provide arelatively constant hydrocarbon and acohol level. Any
method of volume accommodation shall maintain the differential between the enclosure
internal pressure and the barometric pressure to a maximum vaue of 2.0 inches of water.
The equipment shall be capable of measuring the mass of hydrocarbon, and acohal (if the
enclosure is used for acohol-fueled vehicles) in theinlet and outlet flow streams with a
resolution of 0.01 gram. A bag sampling system may be used to collect a proportional
sample of the air withdrawn from and admitted to the enclosure. Alternatively, the inlet
and outlet flow streams may be continuously analyzed using an on-line Flame lonization
Detector (FID) analyzer and integrated with the flow measurements to provide a
continuous record of the mass hydrocarbon and acohol removal.

1.4.  Anonline computer system or stripchart recorder shall be used to record the
following parameters during the diurnal evaporative emissions test sequence:

-Enclosure internal air temperature

-Diurnal ambient air temperature specified profile as defined in 40 CFR
§86.133-90 as modified in paragraph 4-¢g-x 111.D.10 (diurnal breathing loss test).
-Vehicle fuel tank liquid temperature

-Enclosure internal pressure

-Enclosure temperature control system surface temperature(s)

-FID output voltage recording the following parameters for each sample anaysis:

-zero gas and span gas adjustments
-zexo gas reading

-enclosure sample reading

-zero gas and span gas readings

The data recording system shall have a time resolution of 30 seconds and shall provide a
permanent record in either magnetic, electronic or paper media of the above parameters for the
duration of the test.

1.5  Other equipment configurations may be used if approved in advance by the
Executive Officer. The Executive Officer shall approve alternative equipment configurations if
the manufacturer demonstrates that the equipment will yield test results equivalent to those
resulting from use of the specified equipment.

2. Running L oss M easur ement Facility

21  For dl types of running loss measurement test facilities, the following shall apply:

2.1.1. The measurement of vehicle running loss fuel vapor emissions shall be
conducted in atest facility which is maintained at a nominal ambient temperature of
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105.0°F. Manufacturers have the option to perform running loss testing in either an
enclosure incorporating atmospheric sampling equipment, or in acell utilizing point source
sampling equipment. Confirmatory testing or in-use compliance testing may be conducted
by the Executive Officer using either sampling procedure. The test facility shal have
gpace for personnel access to all sides of the vehicle and shall be equipped with the
following test equipment:

-A chassis dynamometer which meets the requirements of 40 CFR 886.108-79.

-A fudl tank temperature management system which meets the requirements
specified in HA-H. 2.1.3 of this paragraph.

-A running loss fuel vapor hydrocarbon analyzer which meets the requirements
specified in 40 CFR 886.107-90(a)(2)(i) and a running loss fuel vapor alcohol
analyzer which meets the requirements specified in 40 CFR 886.107-90(a)(2)(ii).
-A running loss test data recording system which meets the requirements specified
in HAY 2.1.4 of this paragraph.

2.1.2. All types of running loss test facilities shall be configured to provide an
internal ambient temperature of 105°F £ 5°F maximum and + 2°F on average throughout
the running loss test sequence. This shall be accomplished by any one or combination of
the following techniques:

-Using the test facility without artificial cooling and relying on the residua
heat in the test vehicle for temperature achievement.

-Adding insulation to the test facility walls.

-Using the test facility artificial cooling system (if so equipped) with the
setpoint of the cooling system adjusted to a value not lower than 105.0°F,
where the cooling system set point refers to the internal test facility air
temperature.

-Using afull range test facility temperature management system with
heating and cooling capabilities.

2.1.3. Cédl/enclosure temperature management shall be measured at the inlet of
the vehicle cooling fan. The vehicle cooling fan shall be aroad speed modulated fan which
is controlled to a discharge velocity which matches the dynamometer roll speed at least up
to 30 mph throughout the driving cycle. The fan outlet may discharge airflow to both the
vehicle radiator air inlet(s) and the vehicle underbody. An additional fan, not to exceed
8,000 cfm, may be used to discharge airflow from the front of the vehicle directly to the
vehicle underbody to control fuel temperatures.

The fuel tank temperature management system shall be configured and operated to control
the fuel tank temperature profile of the test vehicle during the running loss test sequence.
The use of adiscrete fuel tank temperature management system is not required provided
that the existing temperature and airflow conditions in the test facility are sufficient to
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match the on-road fuel tank liquid (T,,) temperature profile of the test vehicle within a
tolerance of + 3.0°F throughout the running loss driving cycle, and, if applicable, the fuel
tank vapor (T,,,) temperature profile of the test vehicle within atolerance of + 5°F
throughout the running loss driving cycle and + 3.0°F during the final 120 second idle
period of thetest. The system shall provide a ducted air flow directed at the vehicle fuel
tank which can be adjusted in flow rate and/or temperature of the discharge air to manage
the fuel tank temperature. The system shall monitor the vehicle fuel tank temperature
sensors located in the tank according to the specificationsin paragraph 4#. 111.C.1

(40 CFR 886.129- 80fteh){1)) during the running loss drive cycle. The measured
temperature shall be compared to areference on-road profile for the same
platform/powertrain/fuel tank combination devel oped according to the proceduresin
section 111.C.1 (40 CFR 886.129-80¢d). The system shall adjust the discharge flow and/or
temperature of the outlet duct to maintain the tank liquid temperature profile within +
3.0°F of the reference on-road liquid temperature profile throughout the test. If
applicable, the vapor temperature shall match the reference on-road vapor temperature
profile within £ 5.0°F throughout the test and + 3.0°F during the final 120 second idle
period. The system shall be designed to avoid heating or cooling of the fuel tank vapor
space in away that would cause vapor temperature behavior to be unrepresentative of the
vehicle's on-road vapor profile. The system shall provide a discharge airflow up to 4,000
cfm. With advance Executive Officer approval, the system may provide a discharge
airflow with a maximum of 6,000 cfm.

b Blowers or fans shall be used to mix the
enclosure contents dur| ng evaporative emission testing. The blowers or fans shall have a
total capacity of at least 1.0 ft3/min per ft* of the-neminal-enclosarevelume V,. Theinlets
and outlets of the air circulation blower(s) shall be configured to provide awell dispersed
air circulation pattern that produces effective internal mixing and avoids significant
temperature or hydrocarbon and alcohol stratification.

The temperature of the air supplied to the outlet duct shall be within arange of 90°F to
160°F for systems which utilize artificial heating and/or cooling of the air supply to the
outlet duct. This requirement does not apply to systems which recirculate air from inside
the test cell without temperature conditioning the airflow. The control system shall be
tuned and operated to provide a smooth and continuous fuel tank temperature profile
which is representative of the on-road temperature profile.

Direct fuel heating may be used to control fuel temperatures for vehicles under exceptional
circumstances in which airflow aone is insufficient to control fuel temperatures. The
heating system must not cause hot spots on the tank wetted surface that could cause local
overhesating of the fuel. Heat must not be applied to the vapor in the tank above the liquid
fuel, nor near the liquid-vapor interface.
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2.1.4. Anon-line computer system or strip-chart recorder shall be used to record
the following parameters during the running loss test sequence:

-Céll/enclosure ambient temperature
-Vehicle fuel tank liquid (T,,,) and, if applicable, vapor space (T,,,)
temperatures
-Vehicle coolant temperature
-Vehicle fuel tank headspace pressure
-Reference on-road fuel tank temperature profile devel oped according to
paragraph 4+ 111.C.1 (40 CFR §86.129-80(¢l))
-Dynamometer rear roll speed (if applicable)
-FID output voltage recording the following parameters for each sample
anayss.
-zero gas and span gas adjustments
-zero gas reading
-dilute sample bag reading (if applicable)
-dilution air sample bag reading (if applicable)
-zero gas and span gas readings

-methanol sampling equipment data:
-the volumes of deionized water introduced into each impinger
-the rate and time of sample collection
-the volumes of each sample introduced into the gas chromatograph
-the flow rate of carrier gas through the column
-the column temperature
-the chromatogram of the analyzed sample

2.2. If anenclosure, or atmospheric sampling, running loss facility is used, the
following requirements (in addition to those in subparagraph A. 2.1 above) shall also be
applicable:

2.2.1. Theenclosure shall be readily sealable and rectangular in shape. When
sealed, the enclosure shall be gas tight in accordance with 40 CFR 86.117-90. Interior
surfaces shall be impermeable and non-reactive to hydrocarbons, and to alcohal (if the
enclosureis used for alcohol-fueled vehicles). One surface should be of flexible,
impermeable, and non-reactive material to allow for minor volume changes, resulting from
temperature changes.

2.2.2. Intheevent an artificial cooling or heating system is used, the surface
temperature of the heat exchangl ng elements shall beami n| mum of 70.0°F.

)¢ The enclosure shall be
equi pped to supply air to the vehlcle at atemperature of 105 + 5°F, from sources outside
of the running loss enclosure directly into the operating engine's air intake system.
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Supplemental air requirements shall be supplied by drawing air from the engine intake
source.

2.3 If apoint source running loss measurement facility (cell) is used, the following
requirements (in addition to those in subparagraph A. 2.1 above) shall also be applicable:

2.3.1. Therunning loss vapor collection system shall be configured to collect all
running loss emissions from each of the discrete emissions sources, which include vehicle
fuel system vapor vents, and transport the collected vapor emissionsto a CFV or PDP
based dilution and measurement system. The collection system shall consist of a collector
at each discrete vehicle emissions source, lengths of heated sample line connecting each
collector to theinlet of the heated sample pump, and lengths of heated sample line
connecting the outlet of the heated sample pump to the inlet of the running loss fuel vapor
sampling system. Up to 3 feet of unheated line connecting each of the vapor collectorsto
the heated sample lines shall be alowed. Each heated sample pump and its associated
sample lines shall be maintained at a temperature between 175.0°F and 200.0°F to prevent
condensation of fuel vapor in the sample lines. The heated sample pump(s) and its
associated flow controls shall be configured and operated to draw aflow of ambient air
into each collector at aflow rate of at least 40 standard cubic feet per hour (SCFH). The
flow controls on each heated sampling system shall include an indicating flow meter which
provides an alarm output to the data recording system if the flow rate drops below 40
SCFH by more than 5 percent. The collector inlet for each discrete emissions source shall
be placed in proximity to the source as necessary to capture any fuel vapor emissions
without significantly affecting flow or pressure of the normal action of the source. The
collector inlets shall be designed to interface with the configuration and orientation of each
specific source. For vapor vents which terminate in a tube or hose barb, a short length of
tubing of an inside diameter larger throughout its length than the inside diameter of the
vent outlet, may be used to extend the vent into the mouth of the collector asillustrated in
Figure 1. For those vapor vent designs which are not compatible with such collector
configurations and other emissions sources, the vehicle manufacturer shall supply a
collector which is configured to interface with the vapor vent design or the specific
emissions source design, and which terminates in afitting approved by the Executive
Officer. The Executive Officer shall approve the fitting if the manufacturer demonstrates
that it is capable of capturing all vapors emitted from the source.

2.3.2. Therunning loss fuel vapor sampling system shall be a CFV or PDP based
dilution and measurement system which further dilutes the running loss fuel vapors
collected by the vapor collection system(s) with ambient air, collects continuously
proportional samples of the diluted running loss vapors and dilution air in sample bags,
and measures the total dilute flow through the sampling system over each test interval. In
practice, the system shall be configured and operated in a manner which is directly
analogous to an exhaust emissions constant volume sampling system, except that the input
flow to the system is the flow from the running loss vapor collection system(s) instead of
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vehicle exhaust flow. The system shall be configured and operated to meet the following
requirements:

@D The running loss fuel vapor sampling system shall be designed to
measure the true mass of fuel vapor emissions collected by the running loss vapor
collection system from the specified discrete emissions source. The total volume
of the mixture of running loss emissions and dilution air shall be measured, and a
continuoudly proportionated sample of volume shall be collected for analysis.
Mass emissions shall be determined from the sample concentration and total flow
over the test period.

2 The PDP-CV S shall consist of adilution air filter and mixing
assembly, heat exchanger, positive displacement pump, sampling system, and
associated valves, pressure and temperature sensors. The PDP-CV S shall conform
to the following requirements:

-The gas mixture temperature, measured at a point immediately ahead of
the positive displacement pump, shall be within £ 10°F of the designed
operating temperature at the start of the test. The gas mixture temperature
variation from its value at the start of the test shall be limited to + 10°F
during the entire test. The temperature measuring system shall have an
accuracy and precision of + 2°F.

-The pressure gauges shall have an accuracy and precision of = 1.6 inches
of water (+ 0.4 kPa).

-The flow capacity of the CVS shall not exceed 350 CFM (0.165 m?/s).

- Sample collection bags for dilution air and running loss fuel vapor
samples shall be sufficient size so as not to impede sample flow.

(©)) The CFV sample system shall consist of adilution air filter and
mixing assembly, a sampling venturi, a critical flow venturi, a sampling system and
assorted valves, and pressure and temperature sensors. The CFV sample system
shall conform to the following requirements:

-The temperature measuring system shall have an accuracy and precision of
+ 2°F and aresponse time of 0.100 seconds of 62.5 percent of a
temperature change (as measured in hot silicone oil).

-The pressure measuring system shall have an accuracy and precision of +
1.6 inches of water (0.4 kPa).

-The flow capacity of the CVS shall not exceed 350 CFM (0.165 m?/s).
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-Sample collection bags for dilution air and running loss fuel vapor samples
shall be of sufficient size so as not to impede sample flow.

2.3.3. The on-line computer system or strip-chart recorder specified in H-A+~
2.1.4 of this paragraph shall be used to record the following additional parameters during
the running loss test sequence, if applicable:

-CFV (if used) inlet temperature and pressure
-PDP (if used) inlet temperature and pressure and differential pressure
-Running loss vapor collection system low flow alarm events

2.4.  Other equipment configurations may be used if approved in advance by the
Executive Officer. The Executive Officer shall approve alternate equipment configurationsif the
manufacturer demonstrates that the equipment will yield test results equivalent to those resulting
from use of the specified equipment.

3. Hot Soak Evaporative Emission M easurement Enclosure

The enclosure shall be readily sealable, rectangular in shape, with space for personnel
access to al sides of the vehicle. When sealed, the enclosure shall be gas tight in accordance with
886.117-90. Interior surfaces shall be impermeable and non-reactive to hydrocarbon, and to
alcohol (if the enclosure is used for acohol-fueled vehicles). One surface shall be of flexible,
impermeable and non-reactive materia to allow for minor volume changes, resulting from
temperature changes. The enclosure shall be configured to provide an internal enclosure ambient
temperature of 105°F + 5°F maximum and £2°F on average during the test time interval from 5
minutes after the enclosure is closed and sealed until the end of the one hour hot soak interval.
For the first 5 minutes, the ambient temperature shall be maintained at 105°F + 10°F. Foer1996
and-sabsegdent-modet-motor-vehietest The enclosure shall be equipped with an internal air
circulation blower(s). The blower(s) shall be sized to provide a nominal total flow rate within a
range of 0.8 + 0.2 ft3/min per ft* of the-nemina-enclosurevetume V. Theinlets and outlets of
the blower(s) shall be configured to provide awell dispersed air ci rculatl on pattern that produces
effective internal mixing and avoids significant temperature or hydrocarbon and alcohol
stratification. The discharge and intake air diffusersin the enclosure shall be configured and
adjusted to eliminate localized high air velocities which could produce non-representative heat
transfer rates between the vehicle fuel tank(s) and the air in the enclosure. The enclosure
temperature shall be taken with thermocouples located 3 feet above the floor of the approximate
mid-length of each side wall of the enclosure and within 3 to 12 inches of each sidewall. This
shall be accomplished by any one or combination of the following techniques:

-Using the enclosure without artificial cooling and relying on the residual heat in the test
vehicle for temperature achievement.

-Adding insulation to the enclosure walls.
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-Using the enclosure artificia cooling system (if so equipped) with the set point of the
cooling system adjusted to a value not lower than 105.0°F, where the cooling system set
point refers to the internal enclosure air temperature.

-Using afull range enclosure temperature management system with heating and cooling
capabilities.

In the event an artificial cooling or heating system is used, the surface temperature of the
heat exchanging elements shall be a minimum of 70.0°F.

B. Calibrations

1. Evaporative emission enclosure calibrations are specified in 40 CFR 886.117-90.
Methanol measurements may be omitted when methanol -fueled vehlcles will not be tested in the
evaporatlve encl osure. 3¢ 3

CFR 886.117-90 rs—ameaded to |ncl ude an addltlonal subsection {which-shat-be-cited-heretras
subsectton(e)-of §86:117-96) 1.1, to read:

1.1  Diurnd evaporative emission enclosure. The diurna evaporative emission
measurement enclosure calibration consists of the following parts. initial and periodic
determination of enclosure background emissions, initial determination of enclosure volume, and
periodic hydrocarbon (HC) and methanol retention check and calibration. Calibration for HC and
methanol may be conducted in the same test run or in sequential test runs.

1.1.1 Theinitial and periodic determination of enclosure background emissions
shall be conducted according to the procedures specified in §86.117-90(a)(1) through
(a)(6). The enclosure shal be maintained at a nomina temperature of 105.0°F throughout
the four hour period. Variable volume enclosures may be operated in either the latched
volume configuration, or with the variable volume feature active. Fixed volume
enclosures shall be operated with inlet and outlet flow streams closed. The alowable
enclosure background emissions of HC and/or methanol as calculated according to 40
CFR 886.117-90(a)(7) shall not be greater than 0.05 gramsin 4 hours. The enclosure may
be sealed and the mixing fan operated for a period of up to 12 hours before the initial HC
concentration reading (C,) and the initial methanol concentration reading (Cqyzoi) 1S
taken and the four hour background measurement period begins.

1.1.2 Theinitial determination of enclosure internal volume shall be performed
according to the procedures specified in paragraph 4-6+€ 111.A.1.3. If the enclosure will
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be used for hot soak determination, the determination of enclosure internal volume shall
also be performed based on 105°F.

1.1.3 The HC and methanol measurement and retention checks shall evaluate the
accuracy of enclosure HC and methanol mass measurements and the ability of the
enclosure to retain trapped HC and methanol. The check shall be conducted over a 24
hour period with all of the normally functioning subsystems of the enclosure active. A
known mass of propane and/or methanol shall be injected into the enclosure and an initial
enclosure mass measurement(s) shall be made. The enclosure shall be subjected to the
temperature cycling specified in paragraph 4-¢-¢6 111.D.10.1.7. of these procedures
(revising 40 CFR 886.133-90(1)) for a 24 hour period. A fina enclosure mass
measurement(s) shall be made. The following procedure shall be performed prior to the
introduction of the enclosure into service and following any modifications or repairs to the
enclosure that may impact the integrity of this enclosure; otherwise, the following
procedure shall be performed on a monthly basis. (If six consecutive monthly retention
checks are successfully completed without corrective action, the following procedure may
be determined quarterly thereafter aslong as no corrective action is required.)

@ Zero and span the HC analyzer.

(b) Purge the enclosure until a stable enclosure HC level is attained.

(c) Turn on the enclosure air mixing and temperature control system and
adjust it for an initial temperature of 105.0°F and a programmed
temperature profile covering one diurna cycle over a 24 hour period
according to the profile specified in paragraph 4-¢6 111.D.10.1.7. of
these procedures (revising 40 CFR 886.133-90). Close the enclosure door.
On variable volume enclosures, latch the enclosure to the enclosure volume
measured at 105°F. On fixed volume enclosures, close the outlet and inlet
flow streams.

(d) When the enclosure temperature stabilizes at 105.0°F + 3.0°F sedl the
enclosure; measure the enclosure background HC concentration (C,,c;)
and/or background methanol concentration (Cc,504,) and the temperature
(T,), and pressure (P,) in the enclosure.

(e Inject into the enclosure a known quantity of propane between 2 to 6
grams and/or a known quantity of methanol in gaseous form between 2 to
6 grams. The injection method shall use a critical flow orifice to meter the
propane and/or methanol at a measured temperature and pressure for a
measured time period. Techniques which provide an accuracy and
precision of £ 0.5 percent of the injected mass are also acceptable. Allow
the enclosure internal HC and/or methanol concentration to mix and
stabilize for up to 300 seconds. Measure the enclosure HC concentration
(Ciice) @nd/or the enclosure methanol concentration (Cgyy50y,)- For fixed
volume enclosures, measure the temperature (T,) and pressure in the
enclosure (P,). On variable volume enclosures, unlatch the enclosure. On
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(f)

fixed volume enclosures, open the outlet and inlet flow streams. Start the
temperature cycling function of the enclosure air mixing and temperature
control system. These steps shall be completed within 900 seconds of
sealing the enclosure.

For fixed volume enclosures, calculate the initial recovered HC mass
(Mce1) according to the following formula:

Mica = (805X V X 10* X [P, (Cicez - MCehisonz ) T2 - Py (Crices - MCotizor)/T1l)

where:

V is the enclosure volume at 105°F (ft*)
P, isthe enclosure initial pressure (inches Hg absolute)
P, isthe enclosure final pressure (inches Hg absolute)
Chicen 1S the enclosure HC concentration at event n (ppm C)
Cchzonn 1S the enclosure methanol concentration cal cul ated
according to 40 CFR 886.117-90 (d)(2)(iii) at event n (ppm C)
r isthe FID response factor to methanol
T, isthe enclosure initial temperature (°R)
T, isthe enclosure fina temperature (°R)

For variable volume enclosures, calculate the initial recovered HC mass and
initial recovered methanol mass according to the equations used above
except that P, and T, shall equal P, and T,.

Calculate the initial recovered methanol mass (M ¢;304,) @ccording to 40
CFR 8§86.117-96(d)(1), as amended March 24, 1993.

If the recovered HC mass agrees with the injected mass within 2.0 percent
and/or the recovered methanol mass agrees with the injected mass within
6.0 percent, continue the test for the 24 hour temperature cycling period.
If the recovered mass differs from the injected mass by greater than the
acceptable percentage(s) for HC and/or methanol, repeat the enclosure
concentration measurement in step (E) and recalculate the initial recovered
HC mass (M) and/or methanol mass (M¢,3041)- If the recovered mass
based on the latest concentration measurement agrees within the acceptable
percentage(s) of the injected mass, continue the test for the 24 hour
temperature cycling period and substitute this second enclosure
concentration measurement for C,,., and/or Cq, 50,4, in al subsequent
calculations. In order to be avalid calibration, the final measurement of
Chicer aNd Cy 50, Shall be completed within the 900 second time limit
outlined above. If the discrepancy persists, the test shall be terminated and
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(9)

the cause of the difference determined, followed by the correction of the
problems(s) and the restart of the test.

At the completion of the 24 hour temperature cycling period, measure the
final enclosure HC concentration (C,,,3) and/or the final enclosure
methanol concentration (Cq5043)- FOr fixed-volume enclosures, measure
the final pressure (P,) and fina temperature (T,) in the enclosure.

For fixed volume enclosures, calculate the final recovered HC mass (M ,c.,)
asfollows:

Mice = [8.05 XV X 10* X(P; (Ciices - Cenisona)/ Ts - Pi (Cricer - FCotisonn)/ T1)] + Mucour =~ Muc in

(h)

where:

V isthe enclosure volume at 105°F (ft*)

P, isthe enclosure initial pressure (inches Hg absolute)

P, isthe enclosure final pressure (inches Hg absolute)

Chces 1Sthe enclosure HC concentration at the end of the 24 hour
temperature cycling period (ppm C)

Cchzons 1S the enclosure methanol concentration at the end of the 24 hour
temperature cycling period, calculated according to 40 CFR 886.117-90
(d)(2)(iii) (ppm C)

r isthe FID response factor to methanol

T, isthe enclosure initial temperature (°R)

T, isthe enclosure fina temperature (°R)

Micon ismassof HC exiting the enclosure, (grams)

Mic.in is mass of HC entering the enclosure, (grams)

For variable volume enclosures, calculate the fina recovered HC mass and
final recovered methanol mass according to the equations used above
except that P, and T, shall equal P, and T, , and M ¢ , and M ;, shall
equal zero.

Calculate the final recovered methanol mass (M ,304,) @ccording to 40
CFR 886.117-96(d)(1), as amended March 24, 1993.

If the calculated final recovered HC mass for the enclosuresis not within 3
percent of the initial enclosure mass or the calculated final recovered
methanol mass for the enclosures is not within 6 percent of theinitia
enclosure mass, then action shall be required to correct the error to the
acceptable level.
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1.2 Therunning loss equipment shall be calibrated as follows:

1.2.1 The chassis dynamometer shall be calibrated according to the requirements
of 40 CFR 886.118-78. The calibration shall be conducted at a typical ambient
temperature of 75°F + 5°F.

1.2.2 Therunning loss HC analyzer shal be calibrated according to the
requirements of 40 CFR §86.121- 90.

1.2.3 If apoint source facility is used, the running loss fuel vapor sampling
system shall be calibrated according to the requirements of 40 CFR 886.119-90, with the
additional requirement that the CV S System Verification in 40 CFR 886.119-90(c) be
conducted by injecting the known quantity of propane into the inlet of the most frequently
used fuel vapor collector configured to collect vapors from the source of the evaporative
emission vapor storage canister. This procedure shall be conducted in the running loss
test cell with the collector installed in avehicle in the normal test configuration, except
that the vent hose from the vehicle evaporative emission canister shall be routed to a
ventilation outlet to avoid unrepresentative background HC concentration levels. The
propane injection shall be conducted by injecting approximately 4 grams of propane into
the collector while the vehicle is operated over one Urban Dynamometer Driving Schedule
(UDDYS) test procedure, as described in 40 CFR 886.115-78 and Appendix |. The
propane injection shall be conducted at atypical ambient temperature of 75°F + 5°F.

1.2.4 Inthe event the running loss test is conducted using the atmospheric
sampling measurement technique, the following procedure shall be used for the enclosure
calibration:

@ Theinitial and periodic determination of enclosure background
emissions shall be conducted according to the procedures specified
in 40 CFR 886.117-90(a)(1) through (a)(6). The enclosure shall be
maintained at a nominal temperature of 105.0°F throughout the four
hour period. The alowable enclosure background emissions as
calculated according to 40 CFR 886.117-90 (a)(7) shall not be
greater than 0.2 gramsin 4 hours. The enclosure may be sealed and
the mixing fan operated for a period of up to 12 hours before the
initial HC concentration reading is taken.

(b) The initial determination of enclosure internal volume shall be
performed according to the procedures specified in 40 CFR
§86.117-90 (b).

(c) The enclosure shall meet the calibration and retention requirements
of 40 CFR 886.117-90(c). The propane injection recovery test
shall be conducted with atest vehicle being driven over one UDDS
cycle in the enclosure during the propane injection test. The vehicle
used shall be configured and operated under conditions which
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ensure that its own running loss contribution is negligible, by using
fuel of the lowest available volatility (7.0 ps RVP), maintaining the
tank temperature at low levels (<100°F), and routing the canister
vent to the outside of the enclosure.

1.2.5 Hot soak enclosure. The hot soak enclosure calibration consists of the
following parts: initial and periodic determination of enclosure background emissions,
initial determination of enclosure volume, and periodic HC and methanol retention check
and calibration. The hot soak enclosure calibration shall be conducted according to the
method specified in section (e)t1) 111.B.1.1 with aretention check of 4 hours at 105°F or
the method specified in section (€}{2){iv} 111.B.1.2.4. If the hot soak enclosureis aso for
diurnal testing, the 4 hour retention check at 105°F may be replaced by the 24 hour diurnal
retention check.

1.2.6 Diurna and hot soak enclosure HC analyzer. The HC anayzers used for
measuring the diurnal and hot soak samples shall be calibrated according to the
requirements of 40 CFR §86.121-90.

1.2.7 Other equipment. Other test equipment including temperature and pressure
sensors and the associated amplifiers and recorders, flow measurement devices, and other
instruments shall be calibrated and operated according to the manufacturer's specifications
and recommendations, and good engineering practice.

C. Road L oad Power, Test Weight, Inertia Weight Class, and Running L oss Fuel Tank
Temperature Profile Deter mination

§86 129- 80 rs—ameaded to incl ude an addltlonal subsectlon (whreh%—beeﬁed—haﬂﬁ—as
subsectton-{d)-of $86:129-86); L. to read:

1. Determination of running loss test fuel tank temperature profile. The manufacturer
shall establish for each combination of vehicle platform/powertrain/fuel tank submitted for
certification arepresentative profile of fuel tank liquid and vapor temperature versus time to be
used as the target temperature profile for the running loss evaporative emissions test drive cycle.
If a vehicle has more than one fuel tank, a profile shall be established for each tank. Fer1996-and
subseguent-modetmotor-vehietes+ | f manufacturers use a vehicle modd to develop aprofile to
represent multiple vehicle models, the vehicle model selected must have the greatest expected fuel
liquid temperature and fuel vapor temperature Increase duri ng driving of al of the vehicle models
it will represent. J< m Manufacturers must select
test vehicles with any available vehlcle options that could increase fuel temperature during driving,
such as any feature that limits underbody air flow. The profile shall be established by driving the
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vehicle on-road over the same driving schedule asis used for the running loss evaporative
emissions test according to the following sequence:

1.1. Thevehicleto be used for the fuel tank temperature profile determination
shall be equipped with at least 2 thermocouples installed so as to provide a representative
bulk liquid average fudl temperature. The specific placement of the thermocouples shall
take into account the tank configuration and orientation and shall be aong the mgor axis
of the tank. The thermocouples shall not be placed within internal reservoirs or other
locations which are thermally isolated from the bulk volume of the fuel. The
thermocouples shall be placed at a vertical depth equivaent to the mid-volume of the
liquid fuel at afill level of 40 percent of nominal tank capacity. A third thermocouple,
shall be installed in the approximate center of the vapor space of the fuel tank. A pressure
transducer with a minimum precision and accuracy of + 1.0 inches H,O shall be connected
to the vapor space of the fuel tank. A means of conveniently draining the fuel tank shall
be provided. The vehicle shal be equipped with adriver's aid which shall be configured to
provide the test driver with the desired UDDS vehicle speed versus time trace as defined
in Part 86, Appendix | and with the desired NY CC vehicle speed versus time trace as
defined in Part 86, Appendix | of the CFR, amended as of March 24, 1993, and the actual
vehicle speed. Vehicle coolant temperature shall be monitored to ensure adequate vehicle
coolant air to the radiator intake(s). A computer, datalogger, or strip chart data recorder
shall record the following parameters during the test run:

-Desired speed

-Actual speed

-Average liquid fuel temperature (T;,)
-Vapor space temperature (T,,,)

-V apor space pressure

The data recording system shall provide atime resolution of 1 second, and an accuracy of
+ 1 mph, + 2.0°F, and £ 1.0 inches H,O. The temperature and pressure signals may be recorded
at intervals of up to 30 seconds.

1.2.  Thetemperature profile determination shall be conducted during ambient
conditions which include:

-ambient temperature above 95°F and increasing or stable (= 2°F)

-sunny or mostly sunny with a maximum cloud cover of 25 percent

-wind conditions calm to light with maximum sustained wind speeds of 15 mph;
temporary gusts of wind between 15 and 25 mph may occur up to 5 percent of the
total driving time

-road surface temperature (Tsur) atHeast26° I‘—aleeveambrent—temperature{#m)—fer
c-at |east
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30°F above T, or at least 135°F, whichever is |ess for-1996-and-subseguent
model-meotor-vehictes

The track surface temperature shall be measured with an embedded sensor, a
portable temperature probe, or an infrared pyrometer which can provide an accuracy of
+ 2.0°F. Temperatures must be measured on a surface representative of the surface where
the vehicleisdriven. Thetest shall be conducted on atrack or other restricted access
facility so that the speed versus time schedule can be maintained without undue safety
risks.

Prior to the start of the profile generation, the fuel tank may be artificially heated
to the ambient temperature to a maximum of 105°F. The vehicle may be soaked in a
temperature-controlled enclosure. Fans blowing ambient air may be used to help control
fuel temperatures. Engine idling may not be used to control fuel temperatures. If the fuel
tank is artificially heated, the liquid fuel temperature and the vapor temperature must be
stabilized for at least one hour at the ambient temperature within £ 2°F to a maximum of
105°F before the profile generation begins. If the allowance for alower initia fuel
temperature established in section 4-g:vit 111.D.7 is used, the fuel in the test vehicle may
not be stabilized at a temperature higher than the established lower initial temperature.

Tank pressure shall not exceed 10 inches of water 30 seconds after the start of the
engine until the end of engine operation during the temperature profile determination
unless a pressurized system is used and the manufacturer demonstrates in a separate test
that vapor would not be vented to the atmosphere if the fuel cap was removed at the end
of the running loss fuel tank temperature profile determination.

1.3. Thevehicle fue tank shall be drained and filled to 40 percent of the
nominal tank capacity with fuel meeting the requirements of paragraph 4t 111.D.1. of these
procedures. For hybrid electric vehicles, the battery state-of-charge shall be set at alevel
such that the auxiliary power unit would be activated by the vehicle's control strategy
within 30 seconds of starting the first UDDS of the fuel tank tamperature profile
determination test sequence. If the auxiliary power unit is capable of being manually
activated, the auxiliary power unit shall be manually activated at the beginning of and
operating throughout the fuel tank temperature profile determination. The vehicle shal be
moved to the location where the driving cycle is to be conducted. It may be driven a
maximum distance of 5.0 miles, longer distances shall require that the vehicle be
transported by other means. The vehicle shall be parked for a minimum of 12 hoursin an
open area on a surface that is representative of the test road. The orientation of the front
of the vehicle during parking (N, SW, etc.) shall be documented. Once the 12 hour
minimum parking time has been achieved and the ambient temperature and weather
conditions and track surface temperature are within the allowable ranges, the vehicle
engine shal be started. The vehicle air conditioning system (if so equipped) shall be set to
the "NORMAL" air conditioning mode and adjusted to the minimum discharge air
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temperature and high fan speed. Vehicles equipped with automatic temperature controlled
air conditioning systems shall be operated in "AUTOMATIC" temperature and fan modes
with the system set at 72°F. The vehicle may be operated at minimum throttle for periods
up to 60 seconds prior to beginning the first UDDS cycle in order to move from the
parking location onto the road surface. The drlver sad shaII be started and the vehi cIe
operated 3 : '

vehreleethevehreheshaH—beeperated over one UDDS cycle then two NYCCs and

another UDDS cycle thstead-of-over-three UbbS<eyetes. The end of each UDDS cycle
and the end of the two NY CCs+-appticable; shall be followed by an idle period of 120

seconds during which the engine shall remain on with the vehicle in the same transmission
range and clutch (if so equipped) actuation mode as specified in 40 CFR §86.128-79
except for the following:

Revise section (€) to include: 1dle modes may be run with
automatic transmission in "Neutral" and shall be placed in "Drive"
with the wheels braked at least 5 seconds before the end of theidle
mode. Manual transmission may be in "Neutral" with the clutch
engaged and shall be placed in gear with the clutch disengaged at
least 5 seconds before the end of the idle mode.

The data recording system shall provide arecord of the required parameters over
the entire sequence from the initiation of the first UDDS cycle to the end of the third 120
second idle period. Following the completion of the test, the data recording system and
driver's aid shal be turned off.

1.4. Inaddition to the vehicle data recording, the following parameters shall be
documented for the running loss test fuel tank temperature determination:

-Date and time of vehicle fueling

-Odometer reading at vehicle fueling

-Date and time vehicle was parked and parking location and orientation
-Odometer reading at parking

-Time and temperature of fuel tank heating, if applicable

-Date and time engine was started

-Time of initiation of first UDDS cycle

-Time of completion of third 120 second idle period

-Ambient temperature and track surface temperature at initiation of first
UDDScycle (T, ad Tg,,)

-Ambient temperature and track surface temperature at completion of third
120 second idle period (T, and Tg,,)
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1.5. Thethree UBbBSeycledrivingtracesandthe two UDDS and two NYCC
driving traces shall be verified to meet the speed tolerance requirements of 40 CFR

86.115-78 (b)(1), amended as follows:

1.5.1 Revise (v) to read: When conducted to meet the
requirements of 40 CFR 886.129, up to three additional occurrences of
speed variations greater than the tolerance are acceptable, provided they
occur for less than 15 seconds on any occasion. All speed variations must
be clearly documented as to the time and speed at that point in relation to
the driving schedule.

1.5.2 Add (vi) to read: When conducted to meet the requirements
of 40 CFR §86.129 and §86.132, the speed tolerance shall be as specified
above, except that the upper and lower limits shall be 4 mph.

1.6  Thefollowing temperature conditions shall be verified:

(T ) > 95.0°F
(Tambz) 2 (Tambl - 2'00F)

(TSUT(FI) = Tamb (n)) > 3000F
where n is the incremental measurementsin time.

or Ty, > 135°%F
1.7  Falureto comply with any of these requirements shall result in avoid test,
and require that the entire test procedure be repeated beginning with the fuel drain
specified in {eh(3) 1.3 of this subparagraph.

1.8 If dl of these requirements are met, the following calculations shall be
performed:

Tcorr = T(i) - To

where: T istheliquid fuel temperature (°F) or vapor fuel temperature (°F) during
the drive {°F where | isthe incremental measurementsin time.
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T, isthe corresponding liquid fuel temperature (°F) or vapor fuel
temperature (°F) observed at the start of the specified driving schedule {°F)

Theindividual tank liquid (T, ) and vapor space (T,,, ) temperatures recorded
during the test run shall be adjusted by arithmetically adding the corresponding
temperature correction (T, ) adjustment calculated above to 105°F. If T, ishigher than
the corresponding ambient temperature by 2°F, the temperature correction shall be
determined by the above equation plus the difference in T, and the corresponding ambient
temperature.

1.9. Other methodologies for developing corrected liquid and vapor space
temperature profiles are acceptable if approved in advance by the Executive Officer. The
Executive Officer shall approve an aternate method if the manufacturer demonstrates
equivalence to data collected at 105°F.

D. Test Procedure

€ ' j The test sequence
descrrbed in40 CFR §86 130 through §86 140 shaII be performed with the following
modifications:

1. General Requirements

The following language shall be applicable in lieu of 40 CFR §86.130-78:

: The teet sequence shownin
Figure4 2 (Frgure 53for hybrr d eI ectric vehicl es) describes the steps encountered as the vehicle
undergoes the three-day diurna sequence and the supplemental two-day diurnal sequence to
determine conformity with the standards set forth. Methanol measurements may be omitted when
methanol-fueled vehicles will not be tested in the evaporative enclosure. Ambient temperature
levels encountered by the test vehicle throughout the entire duration of this test sequence shall not
be less than 68°F nor more than 86°F, unless otherwise specified. The temperatures monitored
during testing shall be representative of those experienced by the test vehicle. The test vehicle
shall be approximately level during al phases of the test sequence to prevent abnormal fuel
distribution. The temperature tolerance of a soak period may be waived for up to 10 minutesto
allow purging of the enclosure or transporting the vehicle into the enclosure.

If tests are invalidated after collection of emission data from previous test segments, the
test may be repeated to collect only those data points needed to compl ete emission measurements.
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Compliance with emission standards may be determined by combining emission measurements
from these different test runs. If any emission measurements are repeated, the new measurements
supersede previous values.

The three-day diurnal test sequence shown in Figure 2 (and Figure 3 for hybrid electric
vehicles) is briefly described as follows:

1.1. Thefue tank shall be drained and filled to the prescribed tank fuel volume, as
specified in 40 CFR §86.682-21803-01, in preparation for the vehicle preconditioning.

1.2.  The vehicle preconditioning drive shall be performed in accordance with 40 CFR
886.132-90, except that following the vehicle fueling step at 40 CFR 886.132-90(a)(1) a
minimum soak period of 6 hours shall be provided to allow the vehicle to stabilize to ambient
temperature prior to the preconditioning drive. Vehicles performing consecutive tests at a test
point with the same fuel specification and while remaining under laboratory ambient temperature
conditions for at least 6 hours, may eliminate theinitia fuel drain and fill and vehicle soak. In
such cases, each subsequent test shall begin with the preconditioning drive. For hybrid electric
vehrcles onIy the manufacturer may elect to perform the AII Electric Range Test pursuant to the

Hybrrd Electrrc Vehrcle Exhaust Emrsﬂon Standards and Test Procedures for 2001 and
Subsequent Model Passenger Cars, Light-Duty Trucks, and Medium-Duty Vehicles' as

incorporated by reference herein prior to vehicle preconditioning.

1.3  Following the vehicle preconditioning drive, the fuel tank shall be drained and then
filled to 40 percent capacity.

1.4. Thevehicle shall be alowed to soak for 12 to 36 hours prior to the exhaust
emissions test.

1.5. During the 12 to 36 hour soak specified in subparagraph B. 1.4 above, the
vehicle's canister shall be purged with avolume of air equivaent to 300 canister charcoa bed

volumes at aflow rate of 48 SCFH (22 7 slpm) Faﬁhybﬁd-eteeme#ehret&s,—thebatterwaaek

1.6. The canister shall then be loaded using a butane-nitrogen mixture.

1.7. Perform exhaust emission tests in accordance with procedures as provided in

§1966-1TFitte-13-Cafornta-Code-of Regutations, “ California Exhaust Emission Standards and
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Test Procedures for 2001 and Subsequent M odel Passenger Cars, Light-Duty Trucks and
Medium-Duty Vehicles,” and these procedures.

1.8.  Upon completion of the hot start test, the vehicle shall be parked in atemperature
controlled area between one to six hours to stabilize the fuel temperature at 105°F for one hour.
Artificia cooling or heating of the fuel tank may be induced to achieve afuel temperature of
105°F. Theinitial fuel and, if applicable, vapor temperatures for the running loss test may be less
than 105°F with advance Executive Order approval if the manufacturer is able to provide data
demonstrating initial temperatures at least 3°F lower than the required 105°F starting temperature.

1.9. A running losstest shal be performed after the fuel tank is stabilized at 105°F.
The fuel tank temperature shall be controlled using a specified tank temperature profile for that
vehicle during the test. The temperature profile shall be achieved either using temperature
controllers or by an air management system that would ssmulate airflow conditions under the
vehicle during driving.

1.10. The hot soak enclosure test shall then be performed at an enclosure ambient
temperature of 105°F.

1.12. Upon completion of the hot soak enclosure test, the vehicle shall be soaked for no
less than 6 hours nor more than 36 hours. For at least the last 6 hours of this period, the vehicle
shall be soaked at 65°F.

1.12. A three-day diurna test shall be performed in a variable temperature enclosure.

The supplemental two-day diurnal sequence in Figure 4 2 (and Figure 5 3 for hybrid
electric vehicles) shall be conducted according to the steps described in (&) 1.1 through (B} 1.4,
€6y 1.6, 1.7, followed by {3} 1.10 through &) 1.12 of this paragraph except that the ambient
temperature of the hot soak test is conducted at an ambient temperature between 68°F and 86°F at
al times and that the diurnal test will consist of atwo-day test.

2. Vehicle Preparation
Amend 40 CFR 886.131-90 to read:

21  Preparethe fuel tank(s) for recording the temperature(s) of the prescribed test fuel
liquid and, if applicable, fuel vapor according to the requirements of paragraph 4 111.C.1.1. (40
CFR 886.129-80(eh}(1)). Measurement of the fuel vapor temperature is optional. If vapor
temperature is not measured, the measurement of the fuel tank pressure is not required.

2.2 If applicable, the vehicle shall be equipped with a pressure transducer to monitor
the fuel tank headspace pressure during the test. The transducer shall have an accuracy and
precision of + 1.0 inches water.
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2.3  Provide additional fittings and adapters, as required, to accommodate afuel drain
at the lowest point possible in the fuel tank(s) asinstalled on the vehicle.

2.4  Provide valving or other means to alow purging and loading of the evaporative
emission canister(s). Special care shall be taken during this step not to alter normal functions of
the fuel vapor system components.

2.5  For vehiclesto betested for running loss emissions, prepare the exhaust system by
sealing and/or plugging all detectable sources of exhaust gas leaks. The exhaust system shall be
tested or inspected to ensure that detectable exhaust hydrocarbons are not emitted into the
running loss enclosure during the running loss test.

3. Vehicle Preconditioning

For hybrid electric vehicles, refer to the “ California Zero-Emission and Hybrid

Electric Vehicle Exhaust Emission Standards and Test Procedures for 2001 and Subsequent
Model Passenger Cars, Light-Duty Trucks, and Medium-Duty Vehicles’ as incorporated by

reference herein for special provisions of hybrid e ectric vehicle preconditioning.

3.2  Thefollowing language shall be applicablein lieu of 40 CFR §86.132-90(a)(4):

The Executive Officer may aso choose to conduct or require the performance of
optional or additional preconditioning to ensure that the evaporative emission control
system is subjected to conditions typical of normal driving. The optional preconditioning
shall consist of no less than 20 and no more than 50 miles of on-road mileage
accumulation under typical driving conditions.

3.3  Thefollowing language shall be applicable in lieu of 40 CFR §886.132-90(b):

3.3.1 Within five minutes of completion of preconditioning, the vehicle shall be
driven off the dynamometer to awork area. For hybrid electric vehicles, the vehicle shall
be pushed off the dynamometer to a work area to avoid disturbing the battery state-of-

charge setting.
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3.3.2. Thefud tank(s) of the prepared vehicle shall be drained and refilled with
the applicable test fuel, as specified in paragraph 4+ 111.F. of these procedures, to the
prescribed tank fuel volume, defined in 40 CFR §86.682-21803-01. The vehicle shall be
refueled within 1 hour of completion of the preconditioning drive.

3.3.3. Following the fuel drain and fill described in subparagraph B 3.3.2. above,
the test vehicle shall be allowed to soak for a period of not less than 12 or more than 36
hours prior to the exhaust emissionstest. During the soak period, the canister shall be
connected to a pump or compressor and loaded with butane as described in B 3.3.4.
below for the three-day diurnal sequence and in £ 3.3.5. below for the supplemental
two-day diurnal sequence. For all vehicles eertifrecHo-therunningtossandasefut-ife
standards-which-are subjected to exhaust emissions testing only, the canister loading
procedure as set forth in paragraph B 3.3.4. below shall be used.

For methanol-fueled and flexible-fueled vehicles, canister preconditioning shall be
performed with afuel vapor composition representative of that which the vehicle would
generate with the fuel mixture used for the current test. Manufacturers shall develop a
procedure to precondition the canister, if the vehicle is so equipped for the different fuel.
The procedure shall represent a canister loading equivalent to that specified in B 3.3.4.
below for the three-day diurnal sequence and in £ 3.3.5. below for the supplemental
two-day diurnal sequence and shall be approved in advance by the Executive Officer.

3.3.4. For thethree-day diurnal sequence, the evaporative emissions storage
canister(s) shall be preloaded with an amount of butane equivalent to 1.5 times the
nominal working capacity. For vehicles with multiple canisters in a series configuration,
the set of canisters must be preconditioned as a unit. For vehicles with multiple canisters
in aparalel configuration, each canister shall be preconditioned separately. tr-addition;
for-1998-andHatermodel-year For vehicles equipped with a non-integrated refueling
emission control system, the non-integrated canisters shall be preconditioned for the
three-day diurnal test sequence according to the procedure in section £ 3.3.5(a) below.
If avehicleis designed to actively control evaporative or refueling emissions without a
canister, the manufacturer shall devise an appropriate preconditioning procedure subject to
the approval of the Executive Officer. If canisters on both certification and production
vehicles are equipped with purge and load service ports, the service port shall be used for
the canister preconditioning. The nominal working capacity of a carbon canister shall be
established by determining the mass of butane required to load a stabilized canister to a
two gram breakthrough. The 2 gram breakthrough is defined as the point at which the
cumulative quantity of hydrocarbons emitted is equal to 2 grams. The determination of
nominal capacity shall be based on the average capacity of no less than five canisters
which are in a stabilized condition. For stabilization, each canister must be cycled no less
than 10 times and no more than 100 times to a two gram breakthrough with a 50/50
mixture by volume of butane and nitrogen, at arate of 15 + 2 grams butane per hour.
Each canister loading step must be preceded by canister purging with 300 canister bed
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volume exchanges at 48 SCFH. The following procedure shall be used to preload the

canister:

(@

(b)

(©)

Prepare the evaporative emission canister(s) for the canister purging and
loading operation. The canister shall not be removed from the vehicle,
unless access to the canister in its normal location is so restricted that
purging and loading can only reasonably be accomplished by removing the
canister from the vehicle. Specia care shall be taken during this step so
that the normal functions of the fuel system components or the normal
pressure relationships in the system are not disturbed. The canister purge
shall be performed with ambient air of controlled humidity to 50 + 25
grains per pound of dry air. This may be accomplished by purging the
canister in aroom which is conditioned to this level of absolute humidity.
The flow rate of the purge air shall be maintained at a nominal flow rate of
48 SCFH (22.7 dpm), and the duration shall be determined to provide a
total purge volume flow through the canister equivalent to 300 canister
charcoa bed volume exchanges.

The evaporative emission canister(s) shall then be loaded with an amount
of commercia grade butane vapors equivalent to 1.5 times the nominal
working capacity. Canister loading shall not be less than 1.5 times the
nominal canister capacity. The canister shall be loaded with a mixture
composed of 50 percent butane and 50 percent nitrogen by volume. The
butane shall be loaded into the canister at arate of 15 + 2 grams of butane
per hour. If the canister loading at this rate takes longer than 12 hours, a
manufacturer may determine a new rate, based on completing the canister
loading in no less than 12 hours. Either a Critical Flow Orifice (CFO)
butane injection device, a gravimetric method, or electronic mass flow
controllers shall be used to fulfill the requirements of this step. The time of
completion of the canister loading activity shall be recorded.
Manufacturers shall disclose to the Executive Officer their canister loading
procedure. The protocol may not allow for the replacement of
components. In addition, the Executive Officer may require that the
manufacturer demonstrate that the procedure does not unduly disturb the
components of the evaporative system.

Reconnect the evaporative emission canister(s), if applicable.

3.3.5. For the supplemental two-day diurnal sequence, the evaporative emission
storage canister(s) shall be loaded to the point of breakthrough using either +e++H (a) or
(b) below. For vehicles with multiple canisters in a series configuration, the set of
canisters must be preconditioned as a unit. For vehicles with multiple canistersin a
paralel configuration, each canister shall be preconditioned separately. H-addition,for
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mode-year-1998-aneHater For vehicles equipped with a non-integrated refueling emission
control system, the non-integrated canisters shall be preconditioned for the supplemental
two-diurnal test sequence according to the procedure in 4-g--E(H 111.D.3.3.5(a).
Breakthrough may be determined by emission measurement in an enclosure or by
measuring the weight gain of an auxiliary evaporative canister connected downstream of
the vehicle's canister, in which case, the following references to the enclosure can be
ignored. The auxiliary canister shall be well purged with ambient air of humidity
controlled to 50+£25 grains per pound of dry air prior to loading. Breakthrough is defined
as the point at which the cumulative quantity of hydrocarbons emitted is equal to 2 grams.

@ The following procedure provides for loading of the canister to
breakthrough with a mixture composed of 50 percent butane and 50
percent nitrogen by volume. If the canisters on both certification and
production vehicles are equipped with purge and load service ports, the
service port shall be used for the canister preconditioning.

1. Prepare the evaporative/refueling emission canister(s) for the
canister loading operation. The canister shall not be removed from the vehicle,
unless access to the canister in its normal location is so restricted that loading can
only reasonably be accomplished by removing the canister from the vehicle.

Special care shall be taken during this step to avoid damage to the components and
the integrity of the fuel system. The evaporative emission enclosure shall be
purged for severa minutes. The FID hydrocarbon analyzer shall be zeroed and
spanned immediately prior to the canister loading procedure. If not already on, the
evaporative enclosure mixing fan shall be turned on at thistime. Place the vehicle
in the sealed enclosure and measure emissions with the FID.

2. Load the canister with a mixture composed of 50/50 mixture by
volume of butane and nitrogen at a rate of 40 = 2 grams butane per hour. As soon
as the canister reaches breakthrough, the vapor source shall be shut off.

3. Reconnect the evaporative/refueling emission canister, if applicable.

(b) The following procedure provides for loading the canister with repeated
diurnal heat builds to breakthrough.

1. The evaporative emission enclosure shall be purged for severa
minutes. The FID hydrocarbon analyzer shall be zeroed and spanned immediately
prior to the diurnal heat builds. If not aready on, the evaporative enclosure mixing
fan shall be turned on at thistime. The average temperature of the dispensed fuel
shall be 60 £ 12°F. Within one hour of being refueled, the vehicle shall be placed,
with the engine shut off, in the evaporative emission enclosure. The fuel tank
temperature sensor shall be connected to the temperature recording system. A
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heat source, specified in 40 CFR §886.107-90(a)(4), shall be properly positioned
with respect to the fuel tank(s) and connected to the temperature controller.

2. The fuel may be artificialy heated or cooled to the starting diurnal
temperature of 65°F. Turn off purge blower (if not already off); close and seal
enclosure doors; and initiate measurement of the hydrocarbon level in the
enclosure. When the fuel temperature reaches 65°F, start the diurnal heat build.
The diurnal heat build should conform to the following function to within = 4°F:

F=T,+04t

F isthe fuel temperature, °F
T, istheinitial temperature, °F
t isthe time since beginning of test, minutes

3. As soon as breakthrough occurs or when the fuel temperature
reaches 105°F, whichever occurs first, the heat source shall be turned off, the
enclosure doors shall be unsealed and opened. |If breakthrough has not occurred
by the time the fuel temperature reaches 105°F, the heat source shall be removed
from the vehicle, the vehicle shall be removed (with the engine till off) from the
evaporative emission enclosure and the entire procedure outlined above shall be
repeated until breakthrough occurs.

4, After breakthrough occurs, the fuel tank(s) of the prepared vehicle
shall be drained and filled with test fuel, as specified in paragraph 4.111.F of these
procedures, to the "tank fuel volume" defined in 40 CFR 886.682-21803-01. The
fuel shall be stabilized to atemperature within + 3°F of the lab ambient before
beginning the driving cycle for the exhaust emission test.

4, Dynamometer Procedure.

To be conducted according to 40 CFR 886.135-90. For hybrid electric vehicles,
the dynamometer procedure shall be performed pursuant to the “ California Zero-
Emission and Hybrid Electric Vehicle Exhaust Emission Standards and Test
Procedures for 2001 and Subsequent Model Passenger Cars, Light-Duty Trucks,
and Medium-Duty Vehicles’ as incorporated by reference herein.

5. Engine Starting and Restarting.
Amend 40 CFR §86.136-90 to read as follows:

Revise section (c) to read: If the vehicle does not start after the manufacturer's
recommended cranking time (or 10 continuous seconds in the absence of a manufacturer's
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recommendation), cranking shall cease for the period recommended by the manufacturer
(or 10 seconds in the absence of a manufacturer's recommendation). This may be repeated
for up to three start attempts. If the vehicle does not start after three attempts, the reason
for faillure to start shall be determined. The gas flow measuring device on the CVS
(usualy arevolution counter) or CFV shall be turned off and the sampler selector valves,
including the alcohol sampler, placed in the "standby" position during this diagnostic
period. In addition, either the CV S should be turned off, or the exhaust tube disconnected
from the tailpipe during the diagnostic period. If failure to start is an operationa error, the
vehicle shal be rescheduled for testing from a cold start.

6. Dynamometer Test Run, Gaseous and Particulate Emissions.

To be conducted according to 40 CFR 886.137-90. For hybrid electric vehicles, the
dynamometer procedure shall be performed pursuant to the “California Zero-Emission and
Hybrid Electric Vehicle Exhaust Emission Standards and Test Procedures for 2001 and
Subsequent Model Passenger Cars, Light-Duty Trucks, and Medium-Duty Vehicles’ as
incorporated by reference herein.

7. Vehicle Fuel Tank Temperature Stabilization

Immediately after the hot transient exhaust emission test, the vehicle shall be soaked in a
temperature controlled area between one hour to six hours, until the fuel and, if applicable, vapor
temperatures are stabilized at 105°F £+ 3°F for one hour. Thisis a preparatory step for the running
losstest. Cooling or heating of the fuel tank may be induced to bring the fuel to 105°F. The fuel
heating rate shall not exceed 5°F in any 1-hour interval. Higher fuel heating rates are allowed
with Executive Officer approval if the 5°F per hour heating rate is insufficient to heat the fuel to
105°F in the allowed soak time. The vehicle fuel temperature stabilization step may be omitted on
vehicles whose tank fuel and, if applicable, vapor temperatures are already at 105°F upon
completion of the exhaust emission test.

Theinitia fuel and, if applicable, vapor temperatures for the running loss test may be less
than 105°F with advance Executive Officer approval if the manufacturer is able to provide data
justifying initial temperatures at least 3°F lower than the required 105°F starting temperature. The
test data shall include the maximum fuel temperatures experienced by the vehicle during an
extended parking event and after a UDDS cycle and be conducted on a day which meets the
ambient conditions specified in section 4-F(ey{2) 111.C.1.2, except the ambient temperature must
be at least 105°F. During the profile generation, the temperature offset shall apply.

The vehicle air conditioning system (if so equipped) shall be set to the "NORMAL" air
conditioning mode and adjusted to the minimum discharge air temperature and high fan speed.
V ehicles equipped with automatic temperature controlled air conditioning systems shall be
operated in "TAUTOMATIC" temperature and fan modes with the system set at 72°F.
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8. Running L oss Test

After the fuel temperature is stabilized at 105°F or at the temperature specified by the
manufacturer, the running loss test shall be performed. During the test, the running loss
measurement enclosure shall be maintained at 105°F + 5°F maximum and within + 2°F on average
throughout the running loss test sequence. Control of the vapor temperature throughout the test
to follow the vapor temperature profile generated according to the procedures in section 4f [11.C.
isoptional. In those instances where vapor temperature is not controlled to follow the profile, the
measurement of the fuel tank pressure is not required, and A->%—ane-B-¥ 8.1.10 and 8.2.5 below
shall not apply. Inthe event that a vehicle exceeds the applicable emission standard during
confirmatory testing or in-use compliance testing, and the vapor temperature was not controlled,
the manufacturer may, utilizing its own resources, test the vehicle to demonstrate if the excess
emissions are attributable to inadequate control of vapor temperature. If the vehicle has more
than one fuel tank, the fuel temperature in each tank shall follow the profile generated in
paragraph 4 [11.C. If awarning light or gauge indicates that the vehicle's engine coolant has
overheated, the test run may be stopped.

8.1.  If running loss testing is conducted using an enclosure which incorporates
atmospheric sampling equipment, the manufacturer shall perform the following steps for each test:

8.1.1. Therunning loss enclosure shall be purged for severa minutes immediately
prior to the test. If at any time the concentration of hydrocarbons, of alcohol, or of
alcohol and hydrocarbons exceeds 15,000 ppm C, the enclosure should be immediately
purged. This concentration provides at least a 4:1 safety factor against the lean
flammability limit.

8.1.2. Placethe drive wheels of the vehicle on the dynamometer without starting
the engine.

8.1.3. Attach the exhaust tube to the vehicle tailpipe(s).
8.1.4. Thetest vehicle windows and the luggage compartments shall be closed.

8.1.5. Thefuel tank temperature sensor and the ambient temperature sensor shall
be connected to the temperature recording system and, if required, to the air management
and temperature controllers. The vehicle cooling fan shall be positioned as described in 40
CFR 886.135-90(b). During the running loss test, the cover of the vehicle engine
compartment shall be closed as much as possible, windows shall be closed, and air
conditioning system (if so equipped) shall be operated according to the requirements of
paragraph 111.C 4+ (886.129-80 (d)(3)). Vehicle coolant temperature shall be monitored
to ensure adequate vehicle coolant air to the radiator intake(s). The temperature
recording system and the hydrocarbon and alcohol emission data recording system shall be
started.
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8.1.6. Close and seal enclosure doors.

8.1.7. When the ambient temperature is 105°F + 5°F, the running loss test shall
begin. Analyze enclosure atmosphere for hydrocarbons and alcohol at the beginning of
each phase of the test (i.e., each UDDS and 120 second idle; the two NY CCs and 120
second idle) and record. Thisis the background hydrocarbon concentration, herein
denoted as C,,c,, for each phase of the test and the background methanol concentration,
herein denoted as Ccyy30,44 fOr €ach phase of the test. The methanol sampling must start
simultaneoudly with the initiation of the hydrocarbon analysis and continue for 4.0 + 0.5
minutes. Record the time elapsed during this analysis. If the 4 minute sample period is
inadequate to collect a sample of sufficient concentration to allow accurate Gas
Chromatography analysis, rapidly collect the methanol sample in a bag and then bubble the
bag sample through the impingers at the specified flow rate. The time elapsed between
collection of the bag sample and flow through the impingers should be minimized to
prevent any losses.

O

—t The vehicle shal be driven through one UDDS, then
two NY CCs and followed by one UDDS. Fhe Each UDDS and the NY CC driving traces
shall be verified to meet the speed tolerance requirements of 40 CFR 886.115-78 (b)_as
modified by I11.C. The end of each UDDS cycle and the two NY CCs+f-apptieable; shdl
be followed by an idle period of 120 seconds during which the engine shall remain on with
the vehicle in the same transmission range and clutch (if so equipped) actuation mode as
specified in 886.128-79, modified by paragraph 463 111.C.1.3.

Y SHiaT1Pe GtV

The fuel tank liquid temperature during the dynamometer drive shall be controlled
within £ 3°F of the fuel tank temperature profile obtained on the road according to the
procedures in paragraph 4+ [11.C (40 CFR 886.129-80fd}) for the same vehicle
platform/powertrain/fuel tank configuration. Fer-1996-and-subseguent-mode-motor
vehictest If applicable, the fuel tank vapor temperature throughout the running loss test
shall agree with the corresponding vapor temperature with atolerance of £ 5°F. A
running loss test with afuel tank vapor temperature that exceeded the corresponding
vapor temperature profile by more than the + 5°F tolerance may be considered valid if test
results comply with the applicable running loss evaporative emission standards. For1995
and-sabseguent mode-metor-vehtetes; [n addition, the fuel tank vapor temperature during
the final 120 second idle period shall agree with the corresponding vapor temperature
from the on-road profile within + 3°F. For testing conducted by the Executive Officer,
vapor temperatures may be cooler than the specified tolerances without invalidating test
results. The fuel tank temperatures shall be monitored at a frequency of at least once
every 15 seconds.
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8.1.9. For engine starting and restarting, the provisions of 886.136-90(a) and (e)
shall apply. If the vehicle does not start after the manufacturer's recommended cranking
time or 10 continuous seconds in the absence of a manufacturer's recommendation,
cranking shall cease for the period recommended by the manufacturer or 10 secondsin the
absence of a manufacturer's recommendation. This may be repeated for up to three start
attempts. If the vehicle does not start after these three attempts, cranking shall cease and
the reason for failure to start shall be determined. If the failure is caused by avehicle
malfunction, corrective action of less than 30 minutes duration may be taken (according to
§86:096-25 40 CFR §86.1830-01), and the test continued, provided that the ambient
conditions to which the vehicle is exposed are maintained at 105°F = 5°F. When the
engine starts, the timing sequence of the driving schedule shall begin. If the vehicle cannot
be started, the test shall be voided.

8.1.10. Tank pressure shall not exceed 10 inches of water during the running loss
test unless a pressurized system is used and the manufacturer demonstrates in a separate
test that vapor would not be vented to the atmosphere if the fuel cap was removed at the
end of the test. Transitory incidents of the pressure exceeding 10 inches of water, not
greater than 10 percent of the total driving time, shall be acceptable during the running
losstest if the manufacturer can demonstrate that the tank pressure does not exceed 10
inches of water during in-use operation. No pressure checks of the evaporative system
shall be allowed. If the manufacturer suspects faulty or malfunctioning instrumentation, a
repair of the test instrumentation may be performed. Under no circumstances will any
changes/repairs to the evaporative emissions control system be allowed.

8.1.11. The FID hydrocarbon analyzer shall be zeroed and spanned immediately
prior to the end of each phase of the test.

8.1.12. Analyze the enclosure atmosphere for hydrocarbons and for acohol
following each phase. Thisisthe sample hydrocarbon concentration, herein denoted as
Cricqn for each phase of the test and the sample alcohol concentration, herein denoted as
Cersons ) fOr €ach phase of the test. The sample hydrocarbon and acohol concentration
for a particular phase of the test shall serve as the background concentration for the next
phase of thetest. The running loss test ends with completion of the final 120 second idle

and occurs 75+2-mtrttes{i-the three UDDSare-conductedyor 72 + 2 minutes {if-the

UbbStwoeNY-CCsrandthe UDDSare-condueted) after the test begins. The elapsed
time of this analysis shall be recorded.

8.1.13. Turn off the vehicle cooling fan and the vehicle underbody fan if used.
The test vehicle windows and luggage compartment shall be opened. Thisis a preparatory
step for the hot soak evaporative emission test.
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8.1.14. The technician may now leave the enclosure through one of the enclosure
doors. The enclosure door shall be open no longer than necessary for the technician to
leave.

8.1.15. For certification purposes, if background emissions of the test vehicle
adversely affect test accuracy, a manufacturer may submit data to the Executive Officer
demonstrating the problem. If, based on the information provided by the manufacturer,
the Executive Officer determines that background emissions do adversely affect test
accuracy, the manufacturer shall submit for Executive Officer approval the identification
of the suspected source of the emissions, the methodology for quantification of the
emissions, the amount of emissions, and the estimated decay rate for these emissions. The
Executive Officer shall approve the use of correction factors to minimize the effects of the
problem if supported by experimental data submitted by the manufacturer.

8.2.  If running loss testing is conducted using a cell which incorporates point source
sampling equipment, the manufacturer shall perform the following steps for each test:

8.2.1. Therunning losstest shall be conducted in atest cell meeting the
specifications of 40 CFR 886.107-90 (a)(1) as modified by paragraph 4-¢kit 111.A.2 of
these procedures. Ambient temperature in the running loss test cell shall be maintained at
105 + 5°F maximum and within + 2°F on average throughout the running loss test
sequence. The ambient test cell temperature shall be measured in the vicinity of the
vehicle cooling fan, and it shall be monitored at a frequency of at least once every 15
seconds. The vehicle running loss collection system and underbody cooling apparatus (if
applicable) shal be positioned and connected. The vehicle shall be allowed to re-stabilize
until the liquid fuel tank temperature is within = 3.0°F of the initial liquid fuel temperature
calculated according to paragraph 4f 111.C.1.5. (40 CFR 886.129-80(eh)(5}) before the
running loss test may proceed.

8.2.2. The vehicle cooling fan shall be positioned as described in 40 CFR
886.135-90(b). During the running loss test, the cover of the vehicle engine compartment
shall be closed as much as possible, windows shall be closed, and air conditioning system
(if so equipped) shall be operated according to the requirements of paragraph 4f 111.C.1.3.
(40 CFR 886.129-80 {eh{3)). Vehicle coolant temperature shall be monitored to ensure
adequate vehicle coolant air to the radiator intake(s).

tetest The vehicle shall be operated on the dynamometer
over one UDDS, two NY CCs, and one UDDS. Each UDDS and NY CC driving trace
shall be verified to meet the speed tolerance requirements of 40 CFR 886.115-78 (b) as
modified by paragraph 4 [11.C. Idle periods of 120 seconds shall be added to the end of
each of the UDDS and to the end of the two NY CCs. The transmission may be operated
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according to the specifications of 40 CFR 886.128-79 as modified by paragraph 4¢3
111.C.1.3. Engine starting and restarting shall be conducted according to paragraph

AervitADX 111.D.8.1.9.

8.2.4. Thefud tank liquid temperature during the dynamometer drive shall be
controlled within + 3°F of the fuel tank liquid temperature profile obtained on the road
according to the procedures in paragraph 4f. [11.C (40 CFR §86.129-80f¢l)) for the same
vehicle platform/powertrain/fuel tank configuration. Fer1996-and-stbseguenttrodet
motor-vehtetes; If applicable, the fuel tank vapor temperature throughout the running loss
test shall agree with the corresponding vapor temperature with atolerance of + 5°F. A
running loss test with afuel tank vapor temperature that exceeded the corresponding
vapor temperature profile by more than the + 5°F tolerance may be considered valid if test
results comply with the applicable running loss evaporative emission standards. For-1995
and-sabseguent mode-metor-vehtetes; [n addition, the fuel tank vapor temperature during
the final 120 second idle period shall agree with the corresponding vapor temperature
from the on-road profile within + 3°F. For testing conducted by the Executive Officer,
vapor temperatures may be cooler than the specified tolerances without invalidating test
results. The fuel tank temperatures shall be monitored at a frequency of at least once
every 15 seconds.

8.2.5. Tank pressure shall not exceed 10 inches of water during the running loss
test unless a pressurized system is used and the manufacturer demonstrates in a separate
test that vapor would not be vented to the atmosphere if the fuel cap was removed at the
end of the test. Transitory incidents of the pressure exceeding 10 inches of water, not
greater than 10 percent of the total driving time, shall be acceptable during the running
losstest if the manufacturer can demonstrate that the tank pressure does not exceed 10
inches of water during in-use operation. No pressure checks of the evaporative system
shall be allowed. If the manufacturer suspects faulty or malfunctioning instrumentation, a
repair of the test instrumentation may be performed. Under no circumstances will any
changes/repairs to the evaporative emissions control system be allowed.

8.2.6. After thetest vehicleis positioned on the dynamometer, the running loss
vapor collection system shall be properly positioned at the specified discrete emissions
sources, which include vapor vents of the vehicle's fuel system, if not already positioned.
The typical vapor vents for current fuel systems are the vents of the evaporative emission
canister(s) and the tank pressure relief vent typically integrated into the fuel tank cap as
depicted in figure 1. Other designated places, if any, where fuel vapor can escape, shall
also be included.

8.2.7. Therunning loss vapor collection system may be connected to the
PDP-CVS or CFV bag collection system. Otherwise, running loss vapors shall be sampled
continuously with analyzers meeting the requirements of 886.107-90(a)(2).
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8.2.8. Thetemperature of the collection system until it enters the main dilution
airstream shall be maintained between 175°F to 200°F throughout the test to prevent fuel
vapor condensation.

8.2.9. The sample bags shall be analyzed within 20 minutes of their respective
sample collection phases, as described in 40 CFR 886.137-90(b)(15).

8.2.10. After the completion of the final 120 seconds, turn off the vehicle cooling
fan and the vehicle underbody fan if used.

8.3. Manufacturers may use an aternative running loss test procedure if it provides an
equivalent demonstration of compliance. However, confirmatory testing or in-use compliance
testing may be conducted by the Executive Officer using either the running loss measurement
enclosure incorporating atmospheric sampling equipment or point source sampling equipment as
specified in paragraph 4-d-l'r H.A.2 (40 CFR 886.107-90(a)(1)), and the procedure as outlined in
either paragraph 4-g-vitt: vittB.111.D.8.1 or 111.D.8.2 of thistest procedure.

9. Hot Soak Test

9.1  Amendthefirst paragraph of 40 CFR 886.138-90 as follows. Revisethe
frrst-paragraph-of-thtssectiortoread: For the three-day diurna sequence, the hot soak
evaporative emission test shall be conducted immediately following the running loss test.
The hot soak test shall be performed at an ambient temperature of 105°F + 10.0°F for the
first 5 minutes of the test. The remainder of the hot soak test shall be performed at 105°F
+ 5.0°F and £ 2.0°F on average.

9.2. Revise section (a) to read: If the hot soak test is conducted in the running
loss enclosure, the final hydrocarbon and alcohol concentration for the running loss test,
calculated in paragraph 4-g=x-€:2H. 111.D.11.3.1(b), shall be theinitia hydrocarbon
concentration (time=0 minutes) C,,., and the initia alcohol concentration (time=0
minutes) Cqzone TOr the hot soak test. |f the vehicle must be transported to a different
enclosure, sections {bj-thretgh<f) 9.3 through 9.7, as modified below, shall be conducted.

9.3. Revisesection (d) toinclude: Analyze the enclosure atmosphere for
hydrocarbons and acohol and record. Thisistheinitial (time=0 minutes) hydrocarbon
concentration, C,,.; and the initia (time=0 minutes) alcohol concentration, Cgy 301

required in paragraph 4-g=x-€{2yt 111.D.11.3.1(a).

9.4. Revisesection (e) toread: If the hot soak test is not conducted in the
running loss enclosure, the vehicle engine compartment cover shall be closed, the cooling
fan shall be moved, the vehicle shall be disconnected from the dynamometer and exhaust
sampling system, and then driven a minimum throttle to the vehicle entrance of the
enclosure.
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9.5. Revisesection (i) toread: If hot soak testing is not conducted in the same
enclosure as running loss testing, the hot soak enclosure doors shall be closed and sealed
within two minutes of engine shutdown and within seven minutes after the end of the
running loss test. If running loss and hot soak testing is conducted in the same enclosure,
the hot soak test shall commence immediately after the completion of the running loss test.

9.6. Revisesection (j) toread: The 60 = 0.5 minutes hot soak begins when the
enclosure door(s) are sealed or when the running loss test ends if the hot soak test is
conducted in the running loss enclosure.

9.7. Add section (p) to read: For certification purposes, if background
emissions of the test vehicle adversely affect test accuracy, a manufacturer may submit
data to the Executive Officer demonstrating the problem. If, based on the information
provided by the manufacturer, the Executive Officer determines that background
emissions do adversely affect test accuracy, the manufacturer shall submit for Executive
Officer approval the identification of the suspected source of emissions, the methodol ogy
for quantification of the emissions, the amount of emissions, and the estimated decay rate
for these emissions. The Executive Officer shall approve the use of correction factors to
minimize the effects of the problem if supported by experimental data submitted by the
manufacturer.

9.8  For the supplementa two-day diurnal test sequence, the hot soak test shall
be conducted immediately following the hot start exhaust test. The hot soak test shall be
performed at an ambient temperature between 68 to 86°F at all times. The hot soak test
shall be conducted according to 40 CFR 886.138-90, revised by (A} 9.2 through {7 9.7 of

this paragraph.
10. Diurnal Breathing L oss Test

A three-day diurnal test shall be performed in a variable temperature enclosure, described

in paragraph 4-e+. 111.A.1 of thistest procedure. The test consists of three 24-hour cycles. For
purposes of thisdiurnal breathing loss test, all references to methanol shall be applicable to
alcohol.

If testing indicates that a vehicle design may result in fuel temperature responses during

enclosure testing that are not representative of in-use summertime conditions, the Executive
Officer may adjust air circulation and temperature during the test as needed to ensure that the test
sufficiently duplicates the vehicle's in-use experience.

10.1 Revise40 CFR 886.133-90 to read asfollows:

10.1.1. Revise section (a)(1) to read: Upon completion of the hot soak test, the
test vehicle shall be soaked for no less than 6 hours nor more than 36 hours. For at least
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the last 6 hours of this period, the vehicle shall be soaked at 65°F + 3°F. The diurna
breathing loss test shall consist of three 24-hour test cycles.

10.1.2. Omit section (f).
10.1.3. Omit section (i).
10.1.4. Revisesection (j) to read: Prior to initiating the emission sampling:

10.1.5. Revise section (k) to read: Emission sampling shall begin within 10
minutes of closing and sealing the doors, as follows:

10.1.6. Revise section (k)(3) to read: Start diurnal heat build and record time.
This commences the 24 hour £ 2 minute test cycle.

10.1.7. Revise section (1) toread: For each 24-hour cycle of the diurnal breathing
loss test, the ambient temperature in the enclosure shall be changed in real time as
specified in the following table:

Hour 0 1 2 3 4 5 6 7 8 9 10 11 12
(OF) 65.0 66.6 72.6 80.3 86.1 90.6 94.6 98.1 101.2 103.4 104.9 105.0 | 104.2
Hour 13 14 15 16 17 18 19 20 21 22 23 24

(OF) 1011 95.3 88.8 84.4 80.8 77.8 75.3 72.0 70.0 68.2 66.5 65.0

10.1.8. Omit section (m).

10.1.9. Revise section (n) to read: The end of the first 24-hour cycle of the
diurna test occurs 24 hours £ 2 minutes after the heat build begins. Analyze the enclosure
atmosphere for hydrocarbons and alcohol and record. Thisisthe final hydrocarbon
concentration, C,,.,, and the final acohol concentration, Cg,30ue, 1N paragraph
Agx-€2+HH. 111.D.11.3.1(c) which modifies 40 CFR 886.143-90, for thistest cycle. The
time (or elapsed time) of this analysis shall be recorded. The procedure, commencing with
paragraph (k)(1) shall be repeated until three consecutive 24-hour tests are completed.
The data from the test cycle yielding the highest diurna hydrocarbon mass shall be used in

evaporative emissions calculations as required by paragraph 4-gx-€:2++ 111.D.11.3.1(c).
which modifies 40 CFR §86.143-90.

10.1.10. Revise section (q) to read: Upon completion of the final 24-hour test
cycle, and after the final alcohol sample has been collected, the enclosure doors shall be
unsealed and opened.
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10.1.11. Omit section (r).

10.1.12. Add section (t) to read: For certification purposes, if background
emissions of the test vehicle adversely affect test accuracy, a manufacturer may submit
data to the Executive Officer demonstrating the problem. If, based on the information
provided by the manufacturer, the Executive Officer determines that background
emissions do adversely affect test accuracy, the manufacturer shall submit for Executive
Officer approval the identification of the suspected source of emissions, the methodol ogy
for quantification of the emissions, the amount of emissions, and the estimated decay rate
for these emissions. The Executive Officer shall approve the use of correction factors to
minimize the effects of the problem if supported by experimenta data submitted by the
manufacturer.

10.1.13. Add section (u) to read: For hybrid electric vehicles, the manufacturer
shall specify the working capacity of the evaporative emission control canister, and shall
specify the number of 24-hour diurnals that can elapse before the auxiliary power unit will
activate solely for the purposes of purging the canister of hydrocarbon vapor.

10.1.14. Add section (v) to read: In order to determine that the working capacity
of the canister is sufficient to store the hydrocarbon vapor generated over the
manufacturer specified number of days between auxiliary power unit activation events for
the purposes of purging the evaporative canister, the evaporative canister shall be weighed
after completion of the three-day diurnal period. The weight of the vapor contained in the
canister shall not exceed the working capacity of the canister multiplied by three days and
divided by the manufacturer specified number of days between auxiliary power unit
activation events.

10.1.15. Add section (w) to read: The manufacturer shall specify the timeinterval
of auxiliary power unit operation necessary to purge the evaporative emission control
canister, and shall submit an engineering analysis to demonstrate that the canister will be
purged to within five percent of its working capacity over the timeinterval.

The two-day diurnal test shall be performed in an enclosure, described in
paragraph 4-¢kt. 111.A.1 of thistest procedure. The test consists of two 24-hour cycles.
The test procedure shall be conducted according to 40 CFR 886.133-90, revised by {A)
10.1.1 through {6y 10.1.15 of this paragraph except that only two consecutive 24-hour
cycleswill be performed. For the purposes of this diurnal breathing loss test, al
references to methanol shall be applicable to acohol.

11. Calculations. Evapor ative Emissions

Revise 40 CFR 8§86.143-90 as follows:
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11.1. Revise section (a) to read: The calculation of the net hydrocarbon plus methanol
mass change in the enclosure is used to determine the diurnal, hot soak, and running loss mass
emissions. If the emissions also include ethanol and other alcohol components, the manufacturer
shall determine an appropriate calculation(s) which reflect characteristics of the acohol
component similar to the equations below, subject to the Executive Officer approval. The mass
changes are calculated from initial and final hydrocarbon and methanol concentrationsin ppm
carbon, initial and final enclosure ambient temperatures, initial and final barometric pressures, and
net enclosure volume using the following equations:

11.2. Revise section (a)(1) to read:

Methanol calculations shall be conducted according to 40 CFR 886.143-96
(b)(1)(i), as amended March 24, 1993.

11.3. Revise section (a)(2) to read:

11.3.1 For hydrocarbons:

Hot soak HC mass. For fixed volume enclosures, the hot soak

enclosure massis determined as;

My = [2.97% (V,, - 50) X10™ X { P, (Cyicer. - MCotizone)/ T = P (Crices -
Cehzone)/ Tit]

where: M, IS the hot soak HC mass emissions (grams)

V,, isthe enclosure nominal volume if the running loss enclosureis
used or the enclosure volume at 105°F if the diurnal enclosureis
used. (ft°)

P, istheinitial barometric pressure (inches Hg)

P; isthe final barometric pressure (inches Hg)

Chcer ISthefina enclosure hydrocarbon concentration including
FID response to methanol in the sample (ppm C)

Cice IStheinitia enclosure hydrocarbon concentration including
FID response to methanol in the sample (ppm C)

Cchzoner 1Sthefina methanol concentration calculated according to
886.143-90 (a)(2)(iii) (ppm C equivalent)
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Cchzoner 1Stheinitial methanol concentration cal culated according
to §86.143-90 (a)(2)(iii) (ppm C equivalent)

r isthe FID response factor to methanol
T, istheinitial enclosure temperature (°R)
T, isthe fina enclosure temperature (°R)

For variable volume enclosures, calculate the hot soak enclosure mass (M, )
according to the equation used above except that P; and T, shall equal P, and T; .

(b) Running loss HC mass. The running loss HC mass per distance
traveled is defined as:

Myci = (M Hoy T MHCrI(Z) + MHCr1(3))/ (Drl(l) + Drl(2) + DrI(S))

where: M, IS the total running loss HC mass per distance traveled
(grams HC per mile)

Myicim istherunning loss HC mass for phase n of the test
(grams HC)

D, isthe actua distance traveled over the driving cycle for
phase n of the test (miles)

For the point-source method:
Hydrocarbon emissions:
Mucim = (Chcsn - Crcany ) X 16.88 XV, x 10°

where: C,.cy, isthe sample bag HC concentration for phase n of
the test (ppm C)

Chican 1S the background bag concentration for phase n of
the test (ppm C)

16.88 is the density of pure vapor at 68°F (grams/ft®)
V,.ix iSthe total dilute CVS volume (std. t%)
and: V,,, iscaculated per 40 CFR 8§86.144-90
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Methanol emissions;

M crzomnry = (Cenzonsny = Cenzonary) X 37.74 X V iy

where: Ceyisongm 1S the sample bag methanol concentration for
phase n of the test (ppm C equivalent)

Cersonan 1S the background bag concentration for phase n
of the test (ppm C equivalent)

37.71 isthe density of pure vapor at 68°F (grams/ft®)
V.. isthetotal dilute CVS volume (std. ft¥)
and: V,, iscaculated per 40 CFR §86.144-90
For the enclosure method:
Mycin Shall be determined by the same method as the hot soak

hydrocarbon mass emissions determination specified in paragraph

4gx-C2+ 111.D.11.3.1(a).

(c) Diurnal mass. For fixed volume enclosures, the HC mass for each
of the three diurnals is defined for an enclosure as.

Miicg = [2.97%(V - 50)X10*X{ P; (Ciicez - FCotisorea) Tr - P: (Cricer - "Consoner)/Ti } + Mic out - Miyc,

where: M,cq IS the diurnal HC mass emissions (grams)
V is the enclosure volume at 65° F (ft°)
P, istheinitial barometric pressure (inches Hg)
P; isthe final barometric pressure (inches Hg)

Chcer ISthefina enclosure hydrocarbon concentration including
FID response to methanol in the sample (ppm C)

Chce IStheinitia enclosure hydrocarbon concentration including
FID response to methanol in the sample (ppm C)
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Cchsone 1S the final methanol concentration calculated according to
40 CFR §86.143-90 (a)(2)(iii)

Cchsoner 1Stheinitial methanol concentration calculated according
to 40 CFR §86.143-90 (a)(2)(iii)

r isthe FID response factor to methanol
T, istheinitial enclosure temperature (°R)
T, isthe fina enclosure temperature (°F)

Miic. o IS the mass of hydrocarbon exiting the enclosure from the
beginning of the cycle to the end of the cycle (grams)

Miic.in ISthe mass of hydrocarbon entering the enclosure from the
beginning of the cycle to the end of the cycle (grams)

For variable volume enclosures, calculate the HC mass for each of the three
diurnals (M, ) according to the equation used above except that P; and T; shall
equal P, and T; and M,c o, ad M, ;, shall equal zero.
11.3.2. Revise section (a)(3) to read:
The total mass emissions shall be adjusted as follows:
Q) Mo = Mo + (14.2284/32.042) x 10° M 304
(2 My = M,y + (14.3594/32.042) X 10°M ¢y i50
©)] M, =M, + (14.2284/32.042) x 10° M 304
11.3.3. Revise section (b) to read: The fina evaporative emission test results
reported shall be computed by summing the adjusted evaporative emission result
determined for the hot soak test (M, and the highest 24-hour result determined for the
diurna breathing losstest (M). The fina reported result for the running loss test shall be
the adjusted emission result (M,,), expressed on a grams per mile basis.

E. Liquefied Petroleum Gas-fueled Vehicles

1. For 1983 and subsequent model-year L PG-fueled motor vehicles, the introduction
of 40 percent by volume of chilled fuel and the heating of the fuel tank under the diurna part of
the evaporative test procedures shall be eliminated.
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2. Cadculation of LPG Emissions. The evaporative emissions for LPG systems shall
be calculated in accordance with 40 CFR §86.143-78 or §886.143-90 except that a H/C ratio of
2.658 shall be used for both the diurna and hot soak emissions.

F. Fuel Specifications

Evaporative emission test fuel shall be the fuel specified for exhaust emission testing in the
applicable exhaust emission test procedures except as specified in section I11.G. of these test

procedures as specified in the “ California Exhaust Emission Standards and Test Procedures for
2001 and Subsequent Model Passenger Cars, Light-Duty Trucks and Medium-Duty Vehicles.”

G. Alternative Test Procedures

With respect to 2001 and subsequent model vehicles and engines, if a manufacturer uses
for evaporative and exhaust emission testing a gasoline test fuel meeting the specifications set
forth in 40 CFR 886.113-94(a)(1), the manufacturer may use the evaporative emission test
procedures set forth in 40 CFR 8886.107-96 through 86.143-96 in place of the test procedures
set forth in these test procedures.

Manufacturers may use an alternative set of test procedures to demonstrate compliance
with the standards set forth in section 4 |.E of these test procedures with advance Executive
Officer approval if the alternative procedure is demonstrated to yield test results more stringent
than those resulting from the use of the test procedures set forth in section 4-¢: 111.D. of these test
procedures.

If the manufacturer uses for certification atest procedure other than section 4-g. 111.D, the
Executive Officer has the option to conduct confirmatory and in-use compliance testing with the
test procedures set forth in section 4-g 111.D. of this California Evaporative Emission Standards
and Test Procedures for 2001 and Subsequent Model Motor Vehicles.
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H. Use of Comparable Federal Requirements for Carry-across Specifications and Road
Profile Correction Factors

Upon prior written approval of the Executive Officer, a manufacturer may use the
comparable federal requirementsin Title 40, CFR, Part 86 in lieu of the carry-across
specifications of paragraph 4-€ 11.A. of these test procedures and the running loss road profile
correction factors of paragraph 4f 111.C. The Executive Officer shall approve a manufacturer's
request if the manufacturer demonstrates to the Executive Officer that the alternative
methodology will not adversely affect in-use evaporative emissions.
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PART IV. EVAPORATIVE EMISSION TEST PROCEDURES FOR
MOTORCYCLES.

1. For the purposes of these procedures, the following references in 40 CFR, Part 86,
Subpart B to light-duty vehicle evaporative testing shall also apply to motorcycles. 40 CFR
8886.117-78, 86.117-90, 86.121-82 and 86.121-90. In addition, 40 CFR, Part 86, Subparts E, F,
and other cited sections of Subpart B are incorporated into this test procedure by reference.

2. 9  Preconditioning shall be performed in accordance with 40 CFR 8§86.532-
78. The provisions of 886.132-78 which prohibit abnormal loading of the evaporative emission
control system during fueling and setting the dynamometer horsepower using a test vehicle shall
be observed. Additiona preconditioning (40 CFR 886.132-82(a)(3) and §886.132-90(a)(3)) may
be allowed by the Executive Officer under unusual circumstances.

3. Instrumentation. The instrumentation necessary to perform the motorcycle
evaporative emission test is described in 40 CFR §86.107-78 and §86.107-90, with the following
changes:

0] Revise section (a)(4) to read: Tank fuel heating system. The tank fuel
heating system shall consist of two separate heat sources with two temperature controllers. A
typical heat sourceisapair of heating strips. Other sources may be used as required by
circumstances and the Executive Officer may alow manufacturers to provide the heating
apparatus for compliance testing. The temperature controllers may be manual, such as variable
transformers, or they may be automated. Since vapor and fuel temperature are to be controlled
independently, an automatic controller is recommended for the fuel. The heating system must not
cause hot spots on the tank wetted surface which could cause local overheating of the fuel or
vapor. Heating strips for the fuel, if used, should be located as low as practicable on the tank and
should cover at least 10 percent of the wetted surface. The centerline of the fuel heating strips, if
used, shall be below 30 percent of the fuel depth as measured from the bottom of the fuel tank
and approximately paralel to the fuel level in the tank. The centerline of the vapor heating strips,
if used, should be located at the approximate height of the center of the vapor volume. The
temperature controller must be capable of controlling the fuel and vapor temperatures to the
diurnal heating profile within the specified tolerance.

(i) Revise section (a)(5) (Temperature Recording System) to read: In addition
to the specifications in this section, the vapor temperature in the fuel tank shall be measured.
When the fuel or vapor temperature sensors cannot be located in the fuel tank to measure the
temperature of the prescribed test fuel or vapor at the approximate mid-volume, sensors shall be
located at the approximate mid-volume of each fuel or vapor containing cavity. The average of
the readings from these sensors shall constitute the fuel or vapor temperature. The fuel and vapor
temperature sensors shall be located at |east one inch away from any heated tank surface. The
Executive Officer may approve alternate sensor locations where the specifications above cannot
be met or where tank symmetry provides redundant measurements.

(i)  Calibration shall be performed in accordance with 40 CFR 886.516-78 or
§86.516-90.

4, Test Procedure
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0] The motorcycle exhaust emission test sequence is described in 40 CFR
886.530-78 through 886.540-78. The SHED test shall be accomplished by performing the diurnal
portion of the SHED test (40 CFR 886.133-78 except subsections a(1), k, and p; §86.133-90
except subsections a(1), |, and s, and neglecting references to windows and luggage
compartments in these sections) after preconditioning and soak but prior to the “cold” start test.
The fuel will be cooled to below 30°C after the diurna test. The “cold” and “hot” start exhaust
emission tests shall then be run. The motorcycle will then be returned for the hot soak portion of
the SHED test. This general sequence is shown in Figure E78-10, under 4- CFR 886.130-78.
The specified time limits shall be followed with the exception of soak times which are specified in
40 CFR 886.532-78 for motorcycles.

Running loss tests, when necessary, will be performed in accordance with 40 CFR
886.134-78, except references to §886.135-82 through 86.137-82 and §886.135-90 through
86.137-90 shall mean 8§886.535-78 through 86.537-78.

(i) A manufacturer of Class Il motorcycles with annual California sales of less
than 500 units using an assigned evaporative emission control system DF pursuant to paragraph
8-avi- 11.B.2.1.1(vii) shall measure and report to the Executive Officer exhaust emissions from
the CV Stest between the diurnal and the hot soak tests even if the test is being conducted for
evaporative emissions only. The exhaust emission levels projected for the motorcycle' s useful life
utilizing the exhaust emission DF determined during previous federal or California certification
testing shall not exceed the standards set forth in Title 13, CCR, Section 1958.

(i)  Thefuel and vapor temperatures for the diurnal portion of the evaporative
emission test shall conform to the following functions within + 1.7°C with the tank filled to 50
percent +2.5 of its actual capacity, and with the motorcycle resting on its center kickstand (or a
similar support) in the vertical position.

T, = (U/3)t + 15.5°C
T, = (U3)t +21.0°C

where T, = fuel temperature, °C
T, = vapor temperature, °C
t = timesincethe start of the diurnal temperature rise, minutes.

The test duration shall be 60 + 2 minutes, giving afuel and vapor temperature rise of 20°C. The
final fuel temperature shall be 35.5°C £ 0.5 °C.

Aninitia vapor temperature up to 5°C above 21°C may be used. For this condition, the vapor
shall not be heated at the beginning of the diurnal test. When the fuel temperature has been raised
to 5.5°C below the vapor temperature by following the T, function, the remainder of the vapor
heating profile shall be followed.
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(iv)  Andternate temperature rise for the diurnal test may be approved by the
Executive Officer. If amanufacturer has information which shows that a particular fuel tank
design will change the temperature rise significantly from the function above, the manufacturer
may present the information to the Executive Officer for evaluation and consideration.

(V) The hot soak evaporative emission test shall be performed immediately
following the “hot” start exhaust emission test. Thistest is described in 40 CFR 8886.138-78 and
86.138-90, except for §886.138-78(d) and 86.138-90(e) which are revised to require that the
motorcycle be pushed with the engine off rather than driven at a minimum throttle from the
dynamometer to the SHED.

(vi)  Cdculations shal be performed in accordance with 40 CFR 886.143-78 or
86.143-90, except the standard volume for a motorcycle shall be 5ft* instead of 50 ft3,
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